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1.0 Summary

The objective of this program was to design, build, test, and deliver a high frequency (20-
kHz) Power System Testbed which would electrically approximate a single, separable
power channel of an IOC Space Station. That testbed is diagrammatically pictured on
Figure 1-1, and includes the following major elements:

» Six Inverter/Driver modules which can be operated to test and demonstrate the hardware
required to interface DC sources (Solar Arrays) to the high frequency transmission bus
system. They also act as the 20-kHz power sources to test other system components.

* A set of source control switches (RPC's) to test and demonstrate autonomous system
fault protection.

* A transmission bus system to measure transmission parameters, characteristics, noise,
and EMI performance to confirm analytical predictions.

* A set of load control switches (RPC's) to show how the system will protect itself against
load/user faults.

* A typical set of three high power user interface units to investigate and define the best

techniques to interface with DC loads, low frequency AC loads and AC motors, and
energy storage devices, such as batteries.

* A computer control system, including a MaclIntosh™" terminal and supervisory interface,
which commands imbedded processors in the power hardware, to demonstrate system
control and computer interface designs, with technologies appropriate for actual Space
Station hardware.

The design approach was to use "Mapham"-derived (Reference 1) series resonant,
thyristor-switched, inverter/converter configurations of the type successfully designed and
demonstrated by General Dynamics. New power stages are integrated with with a
previously developed set of control modules, (NAS 3-23878, Reference 2) to construct the
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family of power processors required.

The hardware constructed and delivered is intended to be an electrical analog of a possible
flight configuration, but the mechanical design is appropriate to the laboratory environment,
and is not representative of spacecraft configurations. Bus lengths (50 to 100 meters) and
losses for power transmission testing approximate worst cases expected on the current
space station configuration, to provide high fidelity hardware modeling of an area that has
traditionally been difficult to model with analytical techniques.

The test program was designed for two purposes. First it demonstrated that the complete,
integrated set of hardware operated properly and performed its basic design functions. The
second part of the program was used to evaluate and define the hardware performance on
an engineering level, and provide the data required to properly design future systems. In
addition, the test program integrated with another NASA development by providing full
power tests of a GFP engineering model of a special, low inductance power bus.
(Reference 3) Details of the entire test program and its results are published as a separate
report. (See Reference 4)

Finally, the completed, tested hardware was delivered to the NASA Lewis Research

Center, where it has been installed and tested in their Power System Test Facility, where it
will be integrated with other major components of the Space Station Power System.

Contract Overview:

e Overall Goal: Construct a 20-kHz power system test bed representative of
Space Station functions and sizes.

¢ Contract Value: $733K

» Schedule: Contract Start Date - January, 1985
Hardware delivery - July, 1987

Page 3
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¢ Driver/Inverter Modules

» Bus Control Switch Matrix

* Power Bus

* Load Control Switch Matrix

« Variable Voltage DC Receiver Module

« Variable Voltage, Variable Frequency AC Receiver
Modules

» Bidirectional Converter Receiver Module

 Computer/System Controller and Software
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2.0 Introduction and Background

2.1 Theory of Operation

The high-frequency power system technology addressed by this program generates its
basic AC transmission link power by exciting an underdamped, series-resonant, L-C
circuit. The power bus therefore becomes an integral part of the resonant link in the
more-or-less usual resonant converter configuration, with the load interface modules
forming the output stages. Therefore the power system for a vehicle is really one
large, integrated, multiple-module resonant converter. Its range of proper
underdamped operation is defined by the full load and no load system specifications.

While the basic configuration is a series resonant design, it is not the familiar
"Schwarz" (Reference 5) type. This design places the load (reflected through the
output transformer) in parallel with the resonant capacitor in the method proposed by
Neville Mapham (Reference 1). Figures 2-1 and 2-2 show the two circuit approaches.

. This gives us a system driver (inverter) that is essentially a voltage source as compared
to the more usual "Schwarz" current source. This has obvious advantages for a power
system. The line voltage is independent of the load (on a first order basis) and is
tolerant of open circuits, obvious requirements for a utility system. In addition, the
output frequency is clock-controlled, and independent of variations in the resonant
circuit components, which is a significant development for this class of hardware.

The basic power output hardware configuration for a single driver is shown in Figure
2-3. Two or more such drivers are arranged in series, with different phase shifts
between one another, to add and provide power output closed-loop regulation. (See
Figure 2-4.) The control circuits noted (c) in the above figures are the subject of the
contract described in section 2.2.

The pure load interface modules process the 20-kHz transmission bus power to create

the required user power forms. In all cases, the process is basically a traditional AC
rectification type. Output amplitude control is accomplished by pulse population or

Page 5
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Figure 2-3, Basic Inverter Power Stage
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phase delay control of individual 20-kHz half-sine pulses. The combination of
amplitude control and individual pulse steering allow for the creation of a wide range
of lower frequency AC outputs. Figures 2-5 and 2-6 show typical (simplified) receiver
configurations for DC and low frequency AC outputs.

| Inverter/
Driver

Output
Transformer

| Inverter/ |
Briver

Current

Voltage

clock ' Current Voitage
signals feadback feedback

A sin(wt+Q)

© = i(absolute phase)
d = f(outp.Volt,Cutr,Limils)

40 KHz Reference Limit
Clock Voltage Settings

A sin(wl+@+9)

Figure 2-4, Basic Phasor Regulation Approach

The third receiver module takes advantage of the the inherent bilateral nature of this
class of hardware to be both source and load interface. In the load interface mode, its
thyristors are switched so that it looks just like the above-described DC receiver. In the
source mode, its switches operate to make it an inverter.

Finally, there are many classes of loads that can use the 20KHz bus power directly.

Simple transformer coupling can be used to supply lighting (both fluorescent and
incandescent), resistance heaters, simple induction heaters, etc.

Page7
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20-kHz Load
Input $

Commands

P

<

Voltage ——»
Current %1 Control
On/Off —

Figure 2-5, Typical DC Receiver output circuitry

Power
Input

f——
e

Control
Switches

Control

Commands

Voltage

Current
On/Off Three-Phase load

Figure 2-6, Three-phase, low frequency AC output circuitry
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2.2 Control Circuit Development Program (NAS 3-23878)
Bidirectional Power Converter Control Electronics (BDPCCE)

This program was aimed at developing a family of control circuit designs for resonant
technology, power processing hardware; which were appropriate to control the SCR
driven power switching stages and series resonant networks of "Mapham" (Reference
1) derived inverter/converter configurations.

In general,the primary tasks included the following:

* Analyze the basic set of functions required to control a multi-phase bidirectional
resonant power system.

* Create a set of basic designs to implement those functions.
* Build and test the basic designs

* Integrate and test the control hardware into high power breadboard/testbed
systems.

Application specific power processor requirements addressed both source and load
interfaces, and included regulating drivers/inverters/frequency-changers to provide
high frequency (20-kHz) AC from DC or low frequency AC; and bidirectional
interfaces from 20-kHz AC to DC or low frequency AC loads and users. The main
functions were broken into two sections and defined as follows:

2.2.1. General

» Housekeeping
* Overload Protection

2.2.2. Application Specific

* Case 1: On-board battery charging from the high frequency bus.

Page 9
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»Case 2: Auxiliary ground power energizing the high frequency bus.
»Case 3: Variable speed motor/generator starting/running/generation to and
from the high frequency bus.

Therefore, the control circuit designs developed by this program are the basic control
modules required for the testbed hardware functions. See figure 2-7 for an example of
the control modules used in an inverter configuration. Those designs were carried
forward to be the controls for the testbed contract power stages. Reference 2
documents the details of the control development. As testing and troubleshooting of
the testbed hardware progressed, some changes were required, and the schematics and
hardware drawings presented in this report are the updated ones.

Overall Testbed Contract Tasks
2.3.1 Design and Development

The testbed hardware was designed to simulate a major portion of a typical
Space Station power system. The 25-kW driver assembly was judged to
approximate a single source "module”. It could represent a solar array wing or
single solar-thermodynamic source. The set of receiver modules represented the
major classifications of load interfaces that might be required on a real station.
DC outputs, at a wide range of values; three-phase AC outputs for motor
operation and control; and a bidirectional module, to demonstrate a typical
energy storage interface.

The major elements of the hardware design and development were accomplished
prior to the start of this contract. Basic power component circuit designs were
previously accomplished on IRAD programs and the control circuit designs were
performed on the BDPCCE program described in Section 2.2. This program
mainly addressed the system design details, not previously examined. System
interactions, evaluated during the debugging and testing phases of the program,
resulted in some redesigns of the previously-developed hardware, and those
redesigns were included in the tasks accomplished on this development.

Page 10
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PV or SD Power Bus

Control Power Bus t
Input Input
Filter _ Filter
Power Analog
Supply Control

control power

[ Output Freq
Computer Command Synthesis

clock

//‘.-.-;-.----J

4
20kHz Power QOutout

Figure 2-7, Basic Inverter Control
2.3.2 Fabrication

The fabrication task was to procure the appropriate hardware, and to actually
construct the Testbed hardware to simulate a major portion of a typical Space
Station configuration. It was construced in two modular groups (drivers and

receivers), interconnected by a 50 meter power bus.
Because of the developmental nature of the hardware, construction and
fabrication tasks were accomplished by Avionics technicians, working under the
direct supervision of the design engineers.

2.3.3 Test

The test program actually operated on three separate levels.

First, the constructed hardware was debugged and tested as modules and
subassemblies, and then assembled into a complete system for additional

Page 11
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debugging and verification testing.

Once proper operation was demonstrated, a series of engineering evaluation tests
was performed to evaluate operational details and to define the engineering
parameters required to design and build the final flight hardware for the actual
Space Station power system. The resulting data is presented in later sections of
this report.

Finally, an acceptance test was performed to verify that the hardware met all its
requirements and was ready for delivery.

2.3.4 Delivery

The delivery task included the transfer of the hardware to NASA, Lewis
Research Center in Cleveland, Ohio, and assistance to NASA to set up and
operate the equipment in the Power Systems Test Facility at LeRC. The official
acceptance test was performed after the installation in the NASA facility was
complete.

Page I2
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3.0 Hardware Design and Development

3.1 Requirements Specification
3.1.1 Work Statement

The requirements for testbed operation are all contained in the contract work
statement. Rather than repeat them in this text, a copy of the appropriate sections
of the actual work statement is included as Appendix A of this report. Appendix
B is a digest of the the hardware detailed requirements.

3.1.2 Requirements Changes

As the program evolved and the Space Station became better defined, some of
the requirements for this testbed hardware changed. In addition, some hardware
requirements were relaxed to avoid the unnecessary expenditure of resources to
exactly meet some work statement detail, once the basic principle of operation
had been defined and fully demonstrated. The last two columns of the tables of
Appendix B show the subsequent deviations from the original requirements.

3.2 Overall System Design

Overall system design was based on earlier studies and breadboard programs
(References 3,4,5,6) performed by NASA and General Dynamics. The primary goal
was to provide a Space Station sized demonstration and engineering development
testbed of a high-frequency (20-kHz) PMAD system.

That system (see Figure 3-1) included a set of regulating inverter modules to
demonstrate multiple source modularity, paralleling, and load sharing, and a matching
set of RPC's for fault management and switching. Provisions for RBI monitoring and
control were also installed to be able to demonstrate reconfiguration algorithms, during
the NASA phases of the testing.

Page 13
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3.3

Fifty meter power distribution busses were included to evaluate transmission line
parameters and phenomena.

A representative set of receiver (load interface) modules was also included to evaluate
the system impacts of the various likely station loads and to determine any special
design considerations or constraints for the users. A three-phase, variable frequency,
variable voltage AC receiver and variable voltage DC module were constructed to
evaluate low-frequency AC an DC output interfaces. The bidirectional receiver module
was required to evaluate the energy storage interfaces and to provide for additional
paralleling data when the sources are widely separated and of different character.
RPC's were also included at the receiver module inputs to provide for fault isolation.
As in the driver case, provisions for RBI monitoring and control were also installed to
be able to demonstrate reconfiguration algorithms.

Full computer control, simulating Space Station type operation, was also a major
requirement. Imbedded processors were included in both driver and receiver
assemblies. Even though the exact type which will selected for the station flight
application is not currently known, these imbedded processors were used to define,
implement, and test the basic hardware interfaces, control algorithms, and software
instructions applicable to this class of hardware. An operator interface was provided,
using a MacIntosh™ computer, which communicated with the imbedded computers
through a serial data bus, thereby simulating the EPS computer to imbedded computer
link for overall command and data functions.

Predesign

The predesign phase for this program was not the usual evaluation of circuit options in
response to requirements of a new design and development task. Since the primary
control circuits were previously developed on the BDPCCE contract and the basic
power circuit design came from previous IRAD work, this part of the task was
reduced to evaluating those designs for appropriateness to meet the requirements of
this deliverable testbed hardware, and for highlighting any areas where design changes
might be required.
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3.4 Control Design
3.4.1 Logic and Interfaces

Digital control functions and interfaces provide for all the basic control of power
switch operation, including housekeeping, mode control, frequency synthesis,
and clocking and timing. They are consistent with the operation and design
developed in the Bidirectional Power Converter Control Electronics (BDPCCE)
contract. See Reference 2 for a complete discussion of the design and operation
of these circuit modules. Reference 7 is a more general discussion of the control
of resonant power processors. Appendix C is a set of hardware schematics,
which will show the actual circuits involved.

3.4.2 Analog Control

The output voltage regulation and limiting functions are the only analog control
circuits in this hardware. The regulators function as first order closed-loop
feedback controllers, with their references provided by computer D-to-A inputs,
thereby providing all the flexibility of computer control, and the frequency
response and stability of the first order analog system.

These basic designs were also developed in the Bidirectional Power Converter
Control Electronics (BDPCCE) contract. See References 2 and 7 for a complete
discussion of the design and operation of these circuit modules. Appendix C also
contains these schematics.

3.4.3 Computers
See Figure 3-2 for a conceptual drawing of the computer system.

3.4.3.1 Computer System Control Primary Requirements
» Embedded Microprocessor Control
* Interfaces: RS-232, RS-422 serial data busses
» Monitor Analog Data
* Accept Data Bus Commands
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» Serial Data Bus Input and Output
* Interface with Testbed Facility System at LeRC
* Self Check

]
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User '\ RS422 Load Control CPU
Console \ Serial
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MP8418
A/D Board
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D/A Board
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i
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68-70152
110 Board

MP8418
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Sig. Cond.

68-70153
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g
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Digital Analog
Commands Commands

Digital Analog
Commands Commands

Switch ~ Other
Meas. Meas.

Switch  Other '
Meas. Meas. ,20kHz

Inverter and Switch MHardware v N Switch and Load Converter Hardware
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Figure 3-2, Computer System Block Diagram

3.4.3.2 System Control Design Features
* MacIntosh™ supervisory controller and operator interface
* Embedded 8086 type processors in source and load cabinets
* Programmed in Microsoft™ Basic and Intel PL/M™
* Controls all system functions and levels

3.4.3.3 Terminal/Supervisor - This hardware is a MacIntosh™ computer to
provide an easy to learn, user-friendly operator interface that has a
serial data bus output, simulating the EPS to imbedded computer
interface on the Space Station. Full use of the MaclIntosh operating
environment is provided with pull-down menus, graphics command
and monitoring screens and windows, and full mouse control.

Page 17



CR 175068

Final Report
NAS 3-24399

Operation of the hardware is fully documented in the Operation and
Service Manual provided as one of the deliverables with this
equipment, and the reader is referred to that source if he wants
additional detailed data.

3.4.3.4 Imbedded Processors - The imbedded computers are Intel SBC 186/03a

single board computers, packaged in a Standard Bus card cage. They
interface with four other Standard Bus compatible cards, which are the
primary interfaces with the power processing hardware. A Burr-
Brown™ digital-to-analog converter board provides the set of 16
analog references to be used by the control loops. A Burr-Brown™
analog-to-digital converter board provides 32 channels of analog data
monitoring for the basic instrumentation functions. The set also
includes two interface boards. An AC,RMS to DC converter board is
used to condition the AC input data to a DC form readable by the A-to-
D board. A discrete interface board adjusts the 5-volt computer logic
signals to the 15-volt levels required by the CMOS system logic
hardware, for on-off discretes, mode control commands, etc.

Operation of this hardware is also fully documented in the Operation
and Service Manual provided as one of the deliverables with this
equipment, and the reader is referred to that source if he wants
additional detailed data.

3.4.4 Software

3.4.4.1 Terminal/Supervisor - This is software which runs the operator

interface, issues the overall system commands, scales and displays
system operating data, and monitors system operational status. It runs
on the Maclntosh operator interface computer and is written in
Microsoft™ Basic so that it can be easily understood and modified by
the user, when he elects to change some aspect of the testbed operation.
Figure 3-3 presents an overview of the software design.
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Figure 3-3, Software Block Diagram

This software is fully documented (including flow charts and listings)
in the Operation and Service Manual provided as one of the deliverables
with this equipment, and the reader is referred to that source if he wants
additional detailed data about this software.

3.4.4.2 Imbedded Processors - Since the imbedded computers are Inte]™ 8086
type processors, they were programmed in PL/M, a high level language
specifically written for this computer version and its development
system. As above, this software is fully documented (including flow
charts and listings) in the Operation and Service Manual provided as on
of the deliverables with this equipment, and the reader is referred to that
source if he wants additional detailed data about this software.

3.5 Power Module/Circuit Design
Since the basic power circuit designs were created on IRAD programs and earlier

conracts, the details of their design processes will not be recounted here. Additional
information may be found in References 5 and 6. The following paragraphs will cover
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the primary detailed requirements that the major items of testbed hardware meet, and
each of the assembly's important design features.

3.5.1 Resonant Driver (Inverter)
See Figure 3-4 for a conceptual drawing of the inverter power stage.

3.5.1.1 Inverter Primary Requirements

« Input Voltage: 150 to 210-vDC
e Qutput Voltage: 440-vAC,RMS, +£5.0% single phase or three phase
e Qutput Power: 25.0-kW, total, maximum

* Output Frequency: 20.0-kHz +0.1%
* Load Variation: 10% Load to Full Load

3.5.1.2 Inverter Design Features
« Utilizes resonant conversion (in basic "Mapham" configuration)
o "Utility" characteristics
» Phasor regulation for AC output control
 Multiple modules, operating in parallel
« Utilizes control designs from BDPCCE Contract, NAS 3-23878

CR1 CR2

snubber

Power
Switches

C

-—

Res. Inductors

£ED b

CR3 CR4

L
/

O

N

20 KHz Output

Figure 34, Driver/Inverter Power Stage
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3.5.2 Source Switches (RPC)
See Figure 3-5 for a conceptual drawing of the switch elements.

3.5.2.1 Switch Matrix (RPC) Primary Requirements
* Turn-on and turn-off with computer/controller command, response less
 than 100-msec.
« Automatic turn-off based on voltage/current threshold
* Switched Voltage = 762-vVAC,RMS +5%
« Switched Current = 25-amp, AC, RMS max. (real)
* Response time (TBD) = 50-usec, max.

3.5.2.2 RPC Design Features
« Antiparallel SCR's for series switch element
* Thresholds fully computer controlled
» Source and load switches are the same

20-kHz Power Bus ’L ~

|¢

I’
T

Voltage
Sense

Control Current
Sense

Commands

[=3 g

RTN ol ¢ &

= 5 s

> (&) O

Figure 3-5, RPC Conceptual Schematic
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3.5.3 Transmission line
The power bus design for this program focussed on two basic approaches; a
twisted pair design done at General Dynamics and a stripline design from
Induction General. See Figure 3-6 for a cross section of the NASA/Induction
General configuration used in the evaluation testing. The table in the figure lists
the important parameters of this design.

OUTER STRAPS
1.3-MM (0.050-INCH) THICK
37-MM (1.46-INCH) WIDE

| MIODLE STRAP
3.0-MM (0,.120-INCH) THICK
35-MM (1.38-INCH) WIDE

- MIDDLE INSULATION JACKET,
POLYPROPYLENE

0.5-MM (0.020-INCH} THICK

| OUTER INSULATION JACKET,
PVC 0.25-MM (0.020-INCH)

THICX

NO. OF STRANDS IN THE
MIDDLE STRAP = 1056
APPROXIMATELY (COPPER)
NO. OF STRANDS IN EACH
OUTER STRAP - 480
APPROXIMATELY (COPPER)
- - STRAND INSULATION:
7.1 MM SOLDERABLE

0.28 IN.) FLEXIBLE (ASPECT RATIO 5.4)
CALCULATED LINE PARAMETERS
WITH MAJOR INSULATION
PARAMETER UNIT 20 MILS 30 MILS
RESISTANCE (100°C) MO/M 1.043 1.043
INDUCTANCE uiM 0.027 0.032
CAPACITANCE uFIM 0.003 0.002
MASS KG/M 1.102 1.103
LOSSES WATTS/M 3.7%8 3.788
X DROP VoM 0.203 0.241
CHARGING CURRENT AMP/M 0.227 0.151
DIELECTRIC STRESSES VOUTS/MIL 30 20
0756-88

Figure 3-6, Stripline Design Cross Section

3.5.3.1 Power Bus System Primary Requirements
» Three-phase, four wire; or Single-phase, six wire
* Length = 50 meters, minimum
* Voltage = 440-vAC, RMS +5%
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e Current = 25 amp, RMS (normal load)
50 amp, RMS (fault operation)
» Allowable Losses = 0.5% of load (normal load)
2.0% of load (fault operation)
e Terminations (TBD) = standard MIL- connectors
» Capacitance (TBD) = 0.30-nfarad/meter (twisted pair design)
* Inductance (TBD) = 0.35-pthenry/meter (twisted pair design)

3.5.3.2 Power Bus Design Features (twisted pair design)
» Shielded, twisted pair configuration
* Constructed of Litz Wire

3.5.4 Receiver Switches (RPC)
See Figure 3-5 .

3.5.2.1 Switch Matrix (RPC) Primary Requirements
* Turn-on and turn-off with computer/controller command, response less
than 100-msec.
* Automatic turn-off based on voltage/current threshold
 Switched Voltage = 762-vAC,RMS 5%
* Switched Current = 25-amp, AC, RMS max. (real)
* Response time (TBD) = 50-usec, max.

3.5.2.2 RPC Design Features
» Antiparallel SCR's for series switch element
* Thresholds fully computer controlled
* Source and load switches are the same

3.5.5 DC Receiver
See Figure 3-7 for a conceptual drawing of the power output components.

3.5.5.1 Variable Voltage DC Receiver Module Primary Requirements

* Input Voltage = 440-vAC,RMS +5%
* Input Current = 25-amp, RMS, max. (steady state)
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« Input frequency = 20.0-kHz

« Output Voltage = 25 to 150-vDC +£1.0%
« OQutput Resolution = 2.0-vDC

 Qutput Power = 5.0-kW, max.

e Output Ripple = 1.0% (max), at full load

3.5.5.2 Variable Voltage DC Receiver Module Design Features
» Basic transformer/rectifier design
« Inductor-capacitor output filter
« Input power factor control
« Output is computer controlled

.. -
20-kHz oa
Input

" v

Commands

<

Voltage ——
Current =1 Control
On/Off ——

Figure 3-7, DC Receiver Power Output

3.5.6 AC Receiver :
See Figure 3-8 for a conceptual drawing of the output connections.

3.5.6.1 Variable Voltage, Variable Frequency, AC Receiver Module Primary
Requirements
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* Input Voltage = 440-vAC,RMS +5%

« Input Current = 25-amp, RMS, max. (steady state)

« Input frequency = 20.0-kHz

* Qutput Voltage =0 to 115-vAC, RMS *1.0%, three-phase, Y-connected
e Output Frequency = 13-Hz to 3.3-kHz

* Output Distortion = 5.0%, total, max. (at full load)

e Output Power = 25.0-kW, max.

 Load Power Factor = 0.5, max.

3.5.6.2 Variable Voltage, Variable Frequency AC Receiver Module Design Features
* Basic six-step design
* Inductor-capacitor input filter
* Input power factor control
* Output is computer controlled

Power
Input

Control I
Switches

Control

Commands

Voltage

Current
On/Off Three-Phase load

Figure 3-8, AC Receiver Output Switch Configuration

Page 25



CR 175068

Final Report
NAS 3-24399

3.5.7 Bidirectional Receiver

See Figure 3-9 to verify the similiarty to the inverter design. The main difference
in the power handling stage is that the "flyback"” diodes are replaced by SCR's.

3.5.7.1 Bidirectional DC Receiver Module Primary Requirements

* Input/Output Voltage = 440-vAC,RMS 5%

* Input/Output Current = 25-amp, RMS, max. (steady state)
* Input/Output frequency = 20.0-kHz

* Qutput/Input Voltage = 150-vDC +£1.0%

* DC Output Resolution = 2.0-vDC

¢ Output Power = 5.0-kW, max.

* DC Output Ripple = 1.0% (max), at full load

3.5.7.2 Bidirectional DC Receiver Module Design Features

* Basic inverter/bridge design

* Phasor regulation for AC output control
* Inductor-capacitor output filter

* Input power factor control

e Qutput is computef controlled

CR1 CR2

-

Power
Switches

—
snubber

Res. Inductors C1

20 KHz Output

Figure 3-9, The Bidirectional Receiver is similiar to the Inverter.
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3.6 Measurements and Instrumentation
3.6.1 Computer Measurements

All DC measurements are appropriately isolated and scaled to be compatible with
the 0 to 10 volt range of the Burr-Brown standard bus analog-to-digital converter
card. AC measurements are similarly isolated and scaled, but they are connected
to the standard bus RMS converter card, where they are converted to scaled DC
outputs, readable by the above A-to-D converter board.

High voltage AC measurements are taken through step-down transformers, and
AC currents are measured through current transformers, designed specifically
for the 20-kHz system frequency. These outputs are scaled and isolated with
instrumentation amplifiers where required, and applied to the RMS signal
conditioning board.

The high-voltage DC measurements are reduced to appropriate signal levels
through a high-impedance resistive divider network, and the DC currents are
measured from high-frequency, coaxial current shunts. Both are fed directly to
the signal conditioning board.

The computer measurements are obtained from the outputs of the analog-to-

digital board which converts the 0 to 10 volt,DC signals to digital values from 0
to 4095. The digital number are then read by the computer, and multiplied and

scaled by the appropriate calibration factors. The final results are displayed in
engineering units in the measurements window of the MacIntosh interface.

3.6.2 Direct Measurements
Instrumentation points are provided throughout the assemblies for direct
readouts of system performance. These signals are intended for connection of

appropriate laboratory instruments (input isolation, high voltage, high
impedance, etc) and are not scaled, limited, or protected.
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Their locations are shown on the appropriate drawings in the drawing and
documentation package, supplied with the testbed hardware.

3.7 Mechanical Design

The mechanical design of the delivered hardware is consistent with the testbed
operations planned for its final end use. It was placed in roll-out drawers, mounted in
standard laboratory "19 inch" racks, enclosed in EMI protective outer cabinets.

- Control and direct measurement accessibility is from the front of the cabinets, and all
inputs and outputs are via standard connectors, mounted on the back panels. Hinged
doors provide physical protection and EMI integrity.

3.7.1 Modular Layout

Modules and sub-assemblies were divided based on functional electrical and
electronic blocks.

Control wire-wrap and circuit boards were divided into functional blocks
developed in the BDPCCE contract. Using this approach separates analog and
logic functions into separate sub-assemblies. The logic functions are farther
divided into functional blocks that can be common to several drivers or
receivers, such as housekeeping, frequency synthesis, input/output, etc., to
facilitate later development of a set of standard control blocks, using semi-
custom-IC or PAL implementations.

Power devices and associated resonant components were grouped into functional
blocks to assess component sizes and layout requirements, so as to provide
preliminary information to packaging studies which evaluated and sized expected
flight designs.

The actual modular breakdowns and their combinations to construct higher order
functions can be examined in the complete report of Reference 2.
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3.7.2 Driver Cabinet

The driver (inverter) assembly was housed in a three bay, six foot, standard 19
inch rack size, EMI compatible enclosure. (See Figure 3-10.)

Two bays contain the high power equipment and logic circuits. The inverter
power stages and resonant circuit components are arranged with a regulating pair
and its output control RPC in each of three roll-out drawers. All their output
transformers are mounted in a fourth drawer, at the bottom of the cabinet. High
power, 20-kHz connections from individual inverters to their respective output
transformers, and from the transformers to the output connectors at the back
panel of the cabinet are Litz wire, to minimize skin-effect losses.

The other bay mainly contains all the control circuitry and the imbedded
computer for the inverter assembly. The 8086 type imbedded processor and its
input and output boards are housed in their own "standard bus" card cage. The
logic and control circuitry is assembled on wire-wrap and printed circuit cards,
plugged into card cages and interconnected via conventional back-plane wiring
and ribbon cables. Drive, feedback, and instrumentation signals are passed
between cabinet sections through shielded, twisted-pair, cables. All input and
output interfaces are terminated with conventional connectors on the cabinet back
panels.

3.7.3 Receiver Cabinet

The basic mechanical arrangement of the receiver assembly is the same as the
inverters, and the same basic cabinet type is used. However, because of the
lower volume of equipment in the three receivers, the power components are
housed in one bay of a two bay set. As in the inverters, all the control circuitry,
including the receiver assembly imbedded processor, is housed in its own
separate bay. (See Figure 3-11.)
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Figure 3-11, Receiver Cabinet
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4.3.3 Power Bus Systems

The testbed used two power bus systems during its test program. The first was
constructed of round Litz wire, arranged in a set of three shielded, twisted pairs.
In this way they could be used in a three-phase distribution configuration, in a
single, single-phase bus, or in a paralleled, single-phase bus to verify parallel
inductance reduction relationships. This bus system was used for the initial
functional testing of the system.

The second bus system was designed and constructed for NASA LeRC by
Induction General, and was a flat "stripline" configuration, using Litz braid,
with the return enclosing the supply side of the line on both flat sides. (See
Figure 3-6.) Because of its improved electrical characteristics, it was supplied to
the testbed by NASA and used for all the evaluation and characterization testing.

3.7.4 Thermal Design

Thermal design was conventional for air-cooled, laboratory-type, rack mounted
equipment, used in the normal air conditioned, 1-G, laboratory environment.
Forced air cooling, using the ambient surrounding air, was chosen for all the
cabinets. It was implemented by installing commercial, rack-mounted fans in the
bottom of each cabinet, which blow air up through the cabinets and out vents in
the cabinet tops.

An "outside-limit" type analysis was performed on the rack with the highest
dissipation (inverter power rack) and a dual fan assembly, having an airflow of
300 CFM was selected. The same fan assembly was then used in all the racks, in
the interest of commonality.

Cautionary Note: When operating the testbed at full load, the drawers should be

in their full "in" positions and the doors should be closed to assure adequate
cooling for all the power components.
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4.0 Fabrication

4.1 Electronic Piece Parts

4.2

4.3

4.4

All parts used in the construction of this equipment were commercial grade. Integrated
circuits were primarily 4000-series CMOS and LS type TTL (at the computer
interfaces) in plastic packages. Magnetic components were custom-designed (mostly
with ferrite cores, and wound with Litz wire) and and built to breadboard quality, and
not potted. While resonant capacitors were selected to be low loss types, special
purpose, high frequency, high power custom devices were not used.

Modules and Sub-assemblies

Wire-wrap circuit boards and power component assemblies were constructed by
General Dynamics - Space Systems Division in our avionics assembly area, a special
facility used for one-of-a-kind assemblies of this type. Printed circuit boards were
manufactured and assembled to commercial standards by local subcontractors to
reduce costs on higher quantity sub-assemblies.

Mechanical Assemblies

The majority of mechanical assembly items were commercial hardware, designed to be
compatible with the cabinet/rack system selected. Standard catalog, forced-air heat
sinks and power component mounting provisions were used. Standard card cages
were selected for the control hardware rack. Small, special purpose parts, such as
mounting brackets or protective shields were constructed in our development machine
shop.

Integrated Assembly
Integration and assembly into the final configuration was accomplished in the Space

Power Systems laboratory, using research and development type technicians,
supervised by Space Power Group engineers.
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4.5 Other Considerations
4.5.1 Laboratory Operations

All laboratory operations including part procurement, construction, and testing
was controlled and supervised by Space Power Engineering personnel. Actual
construction and test tasks were performed by Avionics engineering technicians
and assemblers.

4.5.2 Quality Control

Quality standards for construction, inspection, and test were consistent with
"good commercial practice"”. Conformance to these standards was monitored
primarily by engineering, with the results observed by the Quality Department on
a sample basis. No official monitoring or inspection by the Quality Control
Department was required by the contract.
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5.0 Testing and Discussion of Results

5.1 Test Plan

Since this hardware is intended for engineering development type operation, no
formal, step-by-step test procedure was used for its operation and test. A basic test
plan, defining the data that was required for proper evaluation was written, and is
included in this report as Appendix D.

5.2 Module and Sub-Assembly Testing

Since the hardware for this program is basically one-of-a-kind, no formal sub-
assembly test sets were built, and initial verification of proper operation for the various
system modules and sub-assemblies was performed on an informal basis, using
standard laboratory test equipment, arranged in breadboard type test setups.

5.3 Integrated System Functional Testing

Once proper operation was established for the system elements, they were
interconnected into a system configuration. Functional testing and integration
proceeded in a sequential fashion.

5.3.1 Inverters

The inverters were powered and no-load operation was verified for each sub-

. unit. They were then operated into resistive loads, interconnected and paralleled
for shared operation into resistive loads, and the power transmission line
attached with the resistive loads moved to its end. Finally, the driver-end RPC's
were added to the system and their operation verified. When inverter operation
was fully verified under these conditions, receiver modules were added to the
system configuration.

During these tests, it became clear that the inverters did not properly share output
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loads when paralleled at light loads. Evaluation of the control function for the
phasor regulator showed that under some conditions of load and inverter output
voltage command, some inverters could sink current supplied by the others. The
regulator control circuitry was redesigned, and the control boards changed to
improve control of current sharing and to prevent inverters from sinking current.

5.3.2 Switches (RPC's)

When the receivers were added to the system configuration, it was noted that the
phase shifts caused by their filters, and the current distortions they reflected to
the line caused improper operation of the system RPC's, both at the driver and
receiver ends of the power bus. Switch control designs referred the turn-on to
either line voltage or current, and there were times and load conditions which
made neither the correct reference. Switch control designs were therefore
changed to provide DC drives to the antiparallel SCR's of the switch outputs
(making them independent of load phase and distortion) and the control boards
were reworked to incorporate the new designs.

5.3.3 DC Receiver

When the DC receiver was added to the system configuration, it was noted that
high frequency noise caused by the switching of its regulator reflected back to
the power transmission system caused enough voltage modulation to cause
interference with other receivers. Evaluation of the noise spectrum showed that
the current noise was significantly above the requirements of any of the usual
EMC specifications. A preliminary input filter was designed and installed, and
the interference eliminated. It should be noted that while this design solved the
problem for the testbed, the receiver still had unacceptably high third harmonic
currents, and the low output impedance of the inverter-transmission line
combination eliminated the interference as a problem for this case. Since this
filter design would still not meet the requirements of MIL-STD-461 (and other
specs), more work must be done for a flight configuration.
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5.3.4 AC Receiver

This type of AC three-phase receiver provides for a minimum of current
modulation on the 20-kHz power bus, and therefore has a minimum impact on
system operation. However, its regulator does have some of the same switching
noise shown in the DC receiver, and a similar input filter must be provided. The
one in the testbed has the same characteristics and limitations that were described
in the DC receiver case.

In addition, the wide range of output frequencies required by this module's
specification works well with a motor load, where the load is effectively its own
output filter; but wide-band filtering for passive loads is not very practical.
Therefore, while the controls for AC receivers may be designed to provide a
wide range of output frequencies, the actual range of low frequency AC outputs
into passive loads will be limited by the filter requirements.

5.3.5 Bidirectional Receiver

As a DC receiver, the bidirectional receiver has the same high frequency
noise/input filter requirements and limitations described in paragraph 5.3.3.

In the source (inverter) mode, this unit was operated from a master clock whose
phase at the receiver matched the phase of the line voltage. The current sharing
with the inverters could then be controlled by careful adjustment of the output
voltage. This method of operation was possible because both inverters and BD
receiver were two module phasor regulators powered from similar DC supplies
and their phase shifts were about the same. For inverters with different numbers
of sub-modules or with signiﬁéantly different sources, it will also be necessary
to add phase control to the regulator control functions. Figures 5-1 and 5-2 are
not based on data from this program, but show current sharing (for this class of
hardware) as a function of the clock phase and commanded output voltage, and
therefore are applicable to this discussion.
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5.4 Evaluation and Characterization Testing

5.4.1. Test Procedure

The testing was performed in accordance with the NASA-approved test plan of
Appendix D. Because of the engineering evaluation nature of the test program,
no further detailed test procedure was used.

5.4.2. Test Results

In addition to the reduced data presented there, comprehensive engineering data
was collected and reduced to provide a base for the design of Space Station flight
hardware, and to provide a basis for the estimation of its performance.The
detailed system configurations, test conditions, and test results are documented
in a separate test report (Reference 8). That report also documents any changes
that were made during the test or because of the test results, and includes system
configuration drawings as appropriate. It also includes copies of the actual test
data and waveform photographs.

5.4.3 Summary and Discussion of Important Test Results

a. Efficiency - Inverter efficiencies measured in the testbed averaged 88% for
data taken at both General Dynamics and LeRC. Because of the testbed
characteristics, this supports the conclusion that efficiencies approaching
95% (at full load) can be achieved for flight designs.

The testbed modules are required to supply 8.3-kW at full load. The actual
capability of each regulating inverter is approximately 14-kW. Figure 5-3
shows typical inverter efficiency as a function of load. Important data points
are that an inverter with a 20% overload capability will have an efficiency of
95% at full load and 96% at the overload point. Efficiency will be reduced to
approximately 92% if it is loaded at the same point as the testbed inverters.

-

Test and analysis data indicates that snubber circuits in the testbed inverters
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to limit dv/dt for the thyristors cost another 3% loss. This is mostly recover-
able if energy recovery snubbers are used, or turn-off devices are used to
replace the SCR's. Also, turn-off devices such as the IGT or MCT will have
lower conduction losses, typically reducing inverter losses another 1%.

Therefore, the corrected efficiency for an improved design can be:

N =Npeas T 108S0ading + 1osSsnubber + 108Scond
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Figure 5-3, Efficiency is load dependent.

b. Power Transmission Bus Stability - Because of predictions and wor-

ries expressed in various papers and studies that said 20-kHz bus voltages
would be out of control, as loads were attached at different points along long
busses, bus voltage was measured for different loads to provide real data,
and that data was supported by a computer analysis using the bus parameters
measured on a 50 meter sample of the Induction General configuration.

Evaluation of the sarnple' indicated that the bus will have a frequency

response higher that 200-kHz. Since the 20-kHz line frequency is therefore
at least an order of magnitude below the bus response, a valid model of the
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bus can be constructed using a series of lumped parameter sections. This
analysis used 5 meter sections and placed resistive, inductive, and capacitive
loads at 25, 50, 75, and 100 meters. Figure 5-4 shows the results. The
darker curves represent the locus of points for the various loads listed placed
along the bus. The worst case occurs when the low power factor loads (+ or
- 0.8) are connected at the end of the bus. The bus voltage is always within
10 volts of the nominal 440-vAC, for a worst-case variation of less than
2.5%. The experimental data is about 50% lower than the calculated data,
indicating greater damping in the actual system.

It is therefore reasonable to conclude that the 20-kHz bus voltage is well
behaved and predictable, with the worst-case excursion from the nomonal
voltage less than +2.5%, with no romote sensing or feedback.

N
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O 440 e IS \ ______________ Open Line
2 : : 7
S Open Test : :
> P s ! PF = (+)0.9
E PF = (+)0.9 Test g

430 L frmmmeeeee e { PF = (+)0.8

0 25 50 75 100

Distance along 100 meter Bus - (meters)
Figure 54, 100 Meter Bus voltages are stable and controlled.
¢. Power Quality, Interference, and EMI - Power quality and

interference between the various users that might be connected to the
distribution bus system is a function of the amount of current distortion a
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user is allowed to "put back" onto the bus, and the impedance (at the
interference frequencies) of the inverters and bus supplying that user.

The test program evaluated voltage distortions for undistorted and highly
distorted load currents to measure basic inverter distortion, interference
levels, and output impedance as a function of frequency. The distortion data
is summarized below:

« Basic inverter distortion is approximately 2.8% at full load

« Full receiver loads (when properly filtered) add only about 0.04% to the
basic distortion

« Power bus impedance adds only 0.5% distortion to properly filtered
receiver loads

« Low total source impedance near the 20-kHz power transmission
frequency minimizes any effects from low order harmonic currents

Output impedance characteristics were measured by comparing the
magnitude of output voltage at the harmonic frequencies of interest with the
load current at the same frequency. Figure 5-5 shows the magnitudes of the
impedances at the low harmonic frequencies, plotted on the calculated
values. The log magnitude scale on the abscissa is referred to 10 ohms. As
you would expect, good agreement is evident at the lower frequencies, and
experimental data and calculated values start to deviate from one-another at
the higher frequencies, where circuit strays, not used in the model, become
more important.

The main significance of the data taken during this test is that if load input
currents are filtered well enough to meet the requirements of the typical flight
EMI/EMC specifications, the power bus voltage total harmonic distortion can
be easily kept within 3% of the fundamental value.
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Figure 5-5, High Frequency output impedance is low.

d. Overloads and Short Circuits - The testbed has demonstrated that

steady-state limits and overloads can be controlled by the active phasor
regulation loops. A current limit phasor regulation loop provides positive
control of the output current, and has a response time of approximately 30-
mSeconds. The current control function is an analog loop, with computer
controlled references, which allow for different fault control modes

» Hard limit for fault current, and shift critical loads to another bus

» Computer or operator elects to raise the limit and try to continue to power the
loads

» Computer or operator ¢lects to raise the limit to a value high enough to bumn-
out the fault, in an attempt to clear it.

Transient limiting, above the frequency of the regulation loop is provided by
the series output capacitor in each invertr transformer primary. Its value is
selected to allow the bridge to continue to operate (by keeping the natural
resonant frequency safely above 20-kHz) even if the output is shorted.
Obviously, it can then accomodate any loads less than a short circuit.
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e. Low Power Factor Loads - Since low power factor loads usually reflect
into the resonant network for this class of power processors, previous
designs were intolerant of that type of load. This testbed's extrapolation of
the basic technology resonant technology accommodates low power factor
loads as follows:

Capacitive Loads:

* Are isolated by the series output capacitor.

» Frequency Effects are limited by the value of the series output capacitor,
since adding capacitance in series results in lower total capacitance seen
by the resonant network.

* There is no effect until the capacitive loads are large enough to become .
overloads and are actively limited by the regulation loop current limit.

Inductive Loads:

» Are partially isolated by the series output capacitor.

« Since an inductor is effectively a minus capacitor, it can effectively reduce
the value of the series output capacitor, and if large enough, cancel its
isolation and change the natural resonant frequency. A higher natural
frequency increases output distortion. In the testbed, the capacitor is
sized so that there are no frequency effects above Power Factors of 0.7

« Testing has shown that for very low inductive power factors (less than
0.5), possible driver logic inhibits can cause output failures.

5.5 Final Acceptance

The official, final acceptance test was performed at LeRC, after the testbed was
shipped and installed, and returned to operating condition. The test was performed and
proper operation was verified by LeRC personnel, using a detailed procedure written
at LeRC, based on selected portions of the test plan. Those tests are documented in a
LeRC report. (See Reference 9.)
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6.1

6.2

6.0 Deliverables

Documentation

6.1.1 Engineering Drawings, Electrical and Schematics
Delivered with testbed hardware

6.1.2 Engineering Drawings, Mechanical
Delivered with testbed hardware

6.1.3 Engineering Drawings, Wiring Interconnection
Delivered with testbed hardware

6.1.4 Test Plan
Delivered and approved prior to testing

6.1.5 Test Report
Delivered herewith

6.1.6 Operating Procedures Manual
Delivered with testbed hardware

6.1.7 Final Report

Hardware

The following specific items, called out by the latest contract revision, comprise the
AC Power System Testbed of this contract and were delivered to NASA LeRC in
August of 1987.

6.2.1 Driver assembly Enclosure

6.2.2 Receiver Assembly Enclosure

6.2.3 Power Bus System

6.2.4 Inverter/Driver Modules

6.2.5 Load Control and Fault Isolation Switch Matrix
6.2.6 Driver/Bus Control Switch Matrix

6.2.7 Bidirectional Receiver

6.2.8 DC Receiver

6.2.9 Three Phase AC Receiver
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6.2.10 System Controller
6.2.11 System Software

6.3 Installation and Checkout at LeRC

Installation and checkout of the hardware was accomplished in the AC Power System
test facility at Lewis Research Center by NASA personnel, with assistance, as
required, from General Dynamics/Space Systems Division, Space Power Systems
engineering personnel. This has been verified by successful completion of the final
acceptance test in the NASA facility, and a hardware demonstration as part of the final
report on 20 October, 1987.
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7.0 Conclusions and Recommendations
7.1 Conclusions

The following are the significant conclusions about this hardware, as demonstrated by
this development, construction, and test program. They are divided into sections for
each major testbed hardware element, and include the program's major
accomplishments and lessons learned for each.

7.1.1 Inverters

The significant hardware developments that were proved in this program are:
* Overload control
» Regulation
* Output impedance control and its effects on interference
» Distortion and EMI/EMC compatibility
« Paralleling and current sharing
 Computer control capability and algorithms

Lessons learned which impact future hardware designs are:
« Turn-off type switches offer significant improvements in operation and
performance in the areas of, Efficiency, Reliability, and Control.

« Regulator designs must be improved to include better line regulation and
positive control of current sharing.

* Resonant network designs must be compensated to accommodate the
maximum phasor separation at maximum load and maximum input voltage.
» Maximum efficiency occurs at full-load

7.1.2 Bus Control Switch Matrix and Load Control Switch Matrix
The significant hardware developments that were proved in this program are:
* RPC demonstration

* Overload control
« Less than 100-psecond response
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» Computer control capability and algorithms

Lessons learned which impact future hardware designs are:
» Tum-off type switches offer modest improvements in operation and
performance for efficiency, reliability, and control.
* Semiconductor switch capacitance is an important design consideration for
reactive load isolation.
» Load Power Factor-effects drive thyristor design implementations toward
DC drives with synchronized turn-on and turn-off.

7.1.3 Transmission Lines

The significant hardware developments that were proved in this program are:
» Definition and identification of configuration dependent characteristics
* Regulation and stability demonstration
» Line impedance control and its effects on interference
* Distortion effects and EMI/EMC compatibility

Lessons learned which impact future hardware designs are:

» Stripline or flat configurations offer the best control of characteristics for
long lines.

» Capacitance effects can be compensated, if necessary.

» High surface area configurations (Litz wire or foils) should be used to
minimize losses in long lines.

* Conventional wiring can be used for short (inside station modules or units)
interconnections.

7.1.4 Bidirectional Receivers

The significant hardware developments that were proved in this program are:
 Overload control (in both directions)
» Phase delay regulation (as a receiver)
* Output impedance control and its effects on interference (when used as a
source)
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« Distortion and EMI/EMC compatibility, both when used as a source, and
reflected to the line when supplying a load

« Paralleling and current sharing with Inverters (when used as a source)

« Computer control capability and algorithms

Lessons learned which impact future hardware designs are:

» Same as inverters when used as a source (see Paragraph 7.1.3).

» Control of clock phase is required for different sources, either with positive
phase control of a master clock input, or with a phase-locked loop,
synchronized to the line.

* Clock phase can be used to control the operational mode, and change the
character of the receiver's operation from source to load.

7.1.5 DC Receivers

The significant hardware developments that were proved in this program are:
* Overload control
» Phase-delay regulation
« Transformer-Rectifier-Filter configuration verified
* Input filter requirements defined
 Computer control capability and algorithms

Lessons learned which impact future hardware designs are:
* A critical value output inductor is required for 20-kHz input current control.
» A flyback diode is required to prevent the output filter from reflecting its
power factor to the input.
* An input filter is required to limit the high frequency line current distortion
for EMC and interference control.

7.1.6 Three-phase AC Receivers

The significant hardware developments that were proved in this program are:
* Overload control
» Regulation
* Basic motor control verified
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« Distortion and EMI/EMC compatibility is controlled for the three phase
configuration

» Twelve-step configuration (two-on/one-off and three-on states)

» Computer control capability and algorithms

Lessons learned which impact future hardware designs are:
* Pulse population modulation provides improved control and frequency
resolution for the AC outputs.
« Phase delay regulation is possible and reasonable if pulse population does
not have sufficient resolution.
* Population and regulation control approaches which use an AC reference
voltage provide improved low frequency AC output control.

7.2 Recommendations

7.2.1 Testbed Related

a. Upgrade the testbed to include hardware (especially for the inverters) that
incorporates turn-off type devices for the main power switching
components. Use MCT's, IGT's, FET's, or bipolar transistors instead of
SCR's, to improve efficiency and simplify drive and protection circuitry.

b. Upgrade the testbed regulator control boards to newer designs which include
clock phase control for positive control of current sharing, and improved
gain characteristics for improved bus voltage control performance.

7.2.2 Generic 20-kHz Hardware Related

a. Where possible hardware designs (especially for the inverters) that
incorporate turn-off type devices for the main power switching components
should be used. Use MCT's, IGT's, FET's, or bipolar transistors instead of
SCR's, to improve efficiency and simplify drive and protection circuitry.

b. High surface area wiring configurations (Litz wire or flat foils) should be
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used to compensate for skin effect in long power busses to minimize losses
and/or conductor mass. Flat braid or stripline configurations provide the best
management and control of line parameters. Conventional wiring may be
used for short runs (inside modules or units) or low power applications.
Twisted pair configurations will minimize interference and pickup in these
conventional wiring applications.

c. RPC's and RBI's - must be designed to accommodate very low power factor
loads, even though spec limits on users normally would control input power
factors. Connecting to an unloaded power bus is probably the worst case
(power factor < 0.1), even though it is a small load.

d. EMI/EMC - The intent of the classical EMI/EMC specifications (such as
MIL-STD-461 and MIL-STD-462) should be applied to load interface
hardware attached to the 20-kHz power bus. When they are required, the
vehicle system power quality should be in the 3% THD range.

e. Transformers - Non-linear elements (switches, rectifiers, etc.) and transients
in utility systems of this type can often cause AC unbalances which appear as
a net DC term in the current. Therefore, even though this is an all AC
system, transformers and other magnetic components should be designed to
accommodate some reasonable percentage of DC to avoid saturation effects.
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Appendix A

Contract Work Statement

This Appendix is a copy of Section C of the contract for this program,
"Description/Specification/Work Statement"” for the AC POWER SYSTEM TESTBED. It is
reproduced here to define the system baseline at the beginning of the program. See
Appendix B for a digest of the subsequent contract changes.
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PART I - THE SCHEDULE

Section C
Description/Specifications/Work Statement

AC POWER SYSTEM TESTBED

PRECEDING PAGE BLANK NOT FILNM:D

EAGng CETREDHALY A
C-1 .



RFP3-533917 EXHIBIT A
STATEMENT OF WORK

I. Introduction
The Space Power Technology Division of the Lewis Research Center is

establishing a Space Power Testbed facility to evaluate candidate power
systems and components for space power and Space Station applications. The
high frequency, resonant circuit driven, a.c. power.system is a high priority
candidate power system. The contractor has developed it to its present state
where it is operational as a three-phase, high valtage, high frequency power
system at a 5 kW power level. The intent of this program is to upgrade the
system to a power capability of 25 kW for evaluation in the testbed. This
a.c. power system is unigue in that it inverts d.c. power from a solar array
or other d.c. source to sinusoidal a.c. power at a high frequency and nfgh
voltage, and transmits this power through redundant transmission lines to
diversified user loads. The combination of high voltage and high freguency in
conjunction with essentially lossless power semiconductor switching results in
high overall system efficiency and low overall system weight. The total
system consists of a resonant driver stage that inverts the d.c. imput voltage
to 20 kHz, 440 volts a.c. three-phase power at a power level of 25 kW, a bus
control fault isolation switch matrix to connect the three-phase power to
either or both redundant transmission lines, and a load control and fault
isolation switch matrix to connect the user loads to the system. The load
interface devices include an a.c.-to-variable voltage-d.c. converter that
provides 5 kW of regulated d.c. power at a voltage level in the range from 25
to 150 volts, a.c. inverters to provide 25 kW of three-phase variable
frequency, variable voltage, a.c. power at a voltage from zero to 115V rms
1ine-to-neutral anc freguency from zero to 2.5 kHz, and a bi-directional
converter. The bi-cirectional converter function as a power receiver in tne

forward direction to convert the 20 kHz power to d.c. to charge an energy
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storage battery and as a driver in the reverse power flow direction to proviage
20 kHz a.c. power to the system from the battery. Control and protection of
the entire system is supervised by a micro-computer. The system components
are modular in nature thereby facilitating expansion to higher power levels.

This Statement of Work details the tasks to uﬁgrade the system power
level and produce the hardware for the testbed facility.

I1I. Objective

The objective of this work is to design, build, test and deliver a 25 kW
high freguency a.c. testbed system for evaluation as a high priority canaidate
concept for the Space Station electric power system and other future space
missions. System design will be based on the 20 kHz resonant inverter driven
concept.
I11. Scope

The work to be accomplished is the design, fabrication, test, and
evaluation of a testbed resonant circuit driven, high voltage, high frequency
a.c. power syster as defined and specified under the requirements of this
S.0.W. and to assist with the installation and initial operational checkout
tests of the testbed at the LeRC. The resources to be furnishea by the
contractor consist of all personnel, services, materials, supplies,
computational, fabrication, and test facilities necessary to perform the above
types of work.

1V. Reguirements

A. General System

1. The a.c. power system testbed shall consist of the following

modular components:

a. A Type ) inverter/transformer driver module to convert
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simulated solar Srray d.c. voltage in the range of 150 to 360V d.c. to 25
kilowatts, three-phase a.c. power at 20 kHz frequency and rms line-to-neutral
voltage of 440 volts

b. A Type 2 inverter/transformer driver module to convert 440V
a.c. (line-to-line) three-phase, 60 Hz a.c. power tp 25 kW a.c. power,
three-phase, 20 kHz, 440V a.c. line-to-line neutral, |

c. A source bus control fault isolation switch matrix for
interconnection of the driver module output to both or either of two
transmission busses.

d. Two redundant transmission power busses, each rated for 25K

watts.

e. One user load control and fault isolation switch matrix for
interconnection of user loads with the power busses.

f. System control, containing a microprocessor controller with
analog and serial data bus input/output. The controller shall control the
source and loac matrix switches and provide overall fault tolerant and fault
protective system operation. The microprocessor and associated software shall
be compatible with and interface with the testbed facility control system at
LeRC.

g. Five user load receiver modules:

(1) One bi-directional converter module to provide forward

.and reverse power flow between the a.c. system power power busses and an

energy storage battery.

(2) One d.c. converter module to provide varijable d.c.

voltages of +25V d.c. to +150V d.c. from the 20 kHz, three-phase power busses.
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.(3) Three (3) three-phase variable voltage variable
frequency a.c. modules to provide three-phase output power at variable
frequency of 0 to 2.5 kHz and variable voltage of O to 115V a.c. rms,
line-to-neutral. >The output shall be four wire wye connected to interface
with the three-phase power lines and neutral wire in the transmission busses.

2. The system shall function to convert tﬁe d.c. power from a
simulated solar array or other d.c. source, or from a 60 Hz commercial power
source, to 25 kW three-phase a.c. power at 20 kHz freaquency and 440V a.c. rms
line-to-neutral voltage. This power is to be transmitted through a bus
control fault isolation switch matrix, two redundant three-phase, four-wire
transmission line busses, and a load control and fault isolation switch matrix
to the user load receiver modules described in g. above.

3. The system shall be designed for lightweight, high efficiency,
and to provide autonomous, fail operational and fail safe (for internal system
faults), and fail safe (for load faults) system operation. It shall be
designed for minimum electromagnetic radiation and susceptibility in
accordance with MIL STD 461. The system shall be modular to facilitate
expansion to higher power levels.

B. System Cbmponent Modules

1.0 Three-Phase Driver/Inverter Modules -

Each module shall be a full-bridge type, series resonant
inverter, operated in the voltage-source mode. '

The three individual single phase modules which comprise a
three-phase module shall be synchronized from a redundant external clock with
appropriate three-phase drive pulses and with outputs interconnected at their
output transformer secondaries to drive the three-phase bus system.

Electronic interface specifications include:
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1.1 Module Type 1:

Input voltage - 150V d.c. to 300V d.c.

Power source impedance - power supply or power array.
Output voltage ~ 440V a.c., rms +5.0% (at the
transformer secondary, line-to-neutral).

Output power - 25.0 kW (total, three-phase) max.,
steagy-state. :

Output frequency - 20.00 kHz + TBD X, (TBD in Task 1).
Load variation - 10% load to full load.
Synchronization signal - compatible with CMOS logic

levels 20.0 kHz + TBD X%, (TBD in Task 1).

1.2 Module Type 2:

Input voltage - 440V a.c. (line-to-line), three-phase,
60 Hz, a.c.

Power source impedance - standard commercial utility
power.

Other parameters are the same as module Type 1.

Type 2 modules and the a.c. modules of 5.2 will be

capable of operating as a separate motor control unit.

2.0 Bus Control Switch Matrix -

Each element shall be an a.c. semiconductor remote power

controller capable of connecting or disconnecting a driver module to/from the

system power bus.

The control shal) operate in one turn-on and two turn-off modes:

e Turn-on is to be from a system computer/controller commanc.
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Emergency turn-off is to be automatic, based on a
combination of voltage and current sensed at the load
module, and occurs in less than 1.0 cycle of the power bus
frequency.

Controlled turn-off from a system computer-controller
command based on an evaluation of system performance shall

occur in less than 100 m sec.

Electronic interface specifications include:

*

*

Switched voltage: 762 vac., rms + 5.0%.

Switched current: 25.0 amp, rms, max. (real).
Frequency: 20.0 kHz.

Command inputs: Compatible with CMOS logic levels.
Maximum voltage drop for switch: TBD.

Reactive current: TBD, max.

Turn-on transient: TBO.

Response time: TBD.

*These parameters to be determined in Task 1 based on test

results from the contractor's present breadboard system and verified by tests

in subsequent tasks.

3.0 Power Busses -

The power busses shall be two parallel busses, sharing the

loads under normal operating conditions, and each capable of operating to

| supply the full load requirement when operated alone. Each bus shall be a

three-phase, 4-wire transmission line designed for minimum electromagnetic

radiation and susceptibility.
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Eiectronic interface specifications:

o Length: 50 meters.

*  Diameter: TBD.

e Voltage (line-to-neutral): 440V.a.c., rms + 5.0%.

e Current: 25.0 amp, rms (norma) operation); 50.0 amp, rms

(fault operation). )

e Allowable losses (at 50 meters): 0.5% of load (normal

operation); 2.0% of load (fault operation).

*  Terminations: TBD.

*  (Capacitance: TBD.

*  Inductance: TBD. .

* These parameters to be determined in Task 1 and verified by
tests in subsequent tasks.

4.0 Load Control Switch Matrix -

Each element shall be an a.c. semiconductor remote power
controller capable of connecting or disconnecting a load module to/from either
or both system power busses.

The control operates in one turn-on and two turn-off modes:

o Turn-on shall be from a system computer/controller commanc.

e Emergency turn-off shall be automatic, based on a

combination of voltage and current sensed in the switch,
and shall occur in less ihan 1.0 cycle of the power bus
frequency.

e Controlled turn-off from a system computer-controller

command based on an eva1uatﬁon of system performance shall

occur in less than 100 m sec.
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Electronic interface specifications include:
e Switched voltage: 762 vac., rms + 5.0%.
e Switched current: 25.0 amp, rms, max.
o Freguency: 20.0 kHz.
® Turn-on transient: TBOD.
¢ Maximum voltage drop for switch: TBD.
o Command inputs: Compatible with CMOS logic levels.
¢ These parameters to be determined in Task 1 and verifiec by
tests in subsequent tasks.
5.0 Load Modules -
5.1 variable Voltage D.C. Module:
Converts the bus outputs to regulated d.c. for general
usage.
Electronic interface specifications:
e Input voltage: 440V a.c. rms + 5.0%, line-to-neutral.
] Input current: 25.0 amp, rms, max., steady-state.
* Transient input current: TBD.
e Input fregquency: 20.0 kHz.
e Output voltage: +25.0 to +150.0V d.c. + 1.0% (with
2.0V d.c. resolution).
o Output power: 5.0 kW, max.
o Output ripple: 1.0% max. (at full load).
e Control inputs: Compatable with (MOS Logic levels and

interface specifications.
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5.2 Variable Voltage, Variab]e Frequency A.C. Modules:

Convert the bus outputs to regulated a.c. variable
frequency for general a.c. usage, including motor control.

Electronic interface specification:

o Input voltage: 440V a.c., }ms‘:s.oz, three-phase,

line-to-neutral.

e Input current: 25.0 amp mms, max., steady-state.

® Transient input current: TBD.

® Input frequency: 20.0 kHz.

e Output voltage: zero to 115V a.c., rms

(line-to-neutral) +1.0%, three-phase.

o Output frequency: zero to 2.5 kHz +1.0%.

e QOutput distortion: 5.0% max. total (at full load).

¢ Output power: 25.0 kW max.

® Load power factor: 0.5 max.

¢ Output ripple: 1.0% max. (at full load).

® Control inputs: Compatible with (MOS logic levels anc

interface specifications.
5.3 Bidirectional Converter Module:

Operates in two distinct modes:

1. As a d.c. receiver with output regulation contro)
based on an external command from the system computer/controller, which may be
based on battery pressure, battery current, battery voltage, or any
combination of those parameters (when used as a battery charger).

2. As a system driver/inverter module operatiang from the
battery that nas been charged with outputs consistent with driver/inverter

module requirements.
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Battery characteristics:

®  Fully charged voltage: TBD.

*  Discharged voltage (at TBD X DoD).

® (Cell Capacity: TBD.

*  No. of series cells: TBD.

$ No. of parallel strings: TBOD.

® Duty cycle: TBD.

* To be determined in Task 1 and verified, where
applicable, by tests in subseguent tasks.

6.0 System Control -

System control shall be accomplished by one microprocessor to
simylate source and load distributed control.

The basic processor controller type is a single “off-the-shelf"
microcomputer board using a TM390-101 N-MUS processor from Texas Instruments.

Programming shall be in FORTH, a high-level compiled language
especially well suited to this type of hardware control function.

A1l module interfaces shall have provisions for manual inputs
so that functional system tests may be performed without active computer
control.

System interfaces shall be capable of expansion to accept
standard serial data bus inputs and specifications, including MIL-STD-15853,
and IEEE 448 including fibre optic data transmission.

6.1 Microcomputer Software:

To implement two-level fault protection, the microcomputer
software shall monitor analog data, accept data bus commands, and run a slack

time foreground task that self-checks the microprocessor.
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Specifically, the microprocessor shall be programmec to
execute the tasks necessary for programmable fault tolerant control. These
shall include:

o 1,000 Hz task (switch control).

0 25 Hz tasks (data bus polliig/command response)

o €1 Hz task voltage regulation and CPU status checking.

6.1.1 1,000 Hz Task - There shall be a real-time task

completed every millisecond that monitors the bus current and voltage for
excessive out-of-tolerance conditions. The programmability of this task shall
provide software control over the algorithm used. For the deliverable
breadboard, the algorithm shall generate a turnoff command if the switch
current of a particular switch exceeds 100% of its rated current for 40 out of
50 milliseconds (40 out of 50 times the task is run). This high rate permits
the software data filtering. The software switch detection and isolation
approach controls the hardware using the same digital-to-analog converter
outputs as is used by the hardware switch fault detector and isolator. To do
this, a negative current 1imit shall be output. This will cause the hardware
to ignore the line voltage and immediately shut off the switch.

6.1.2 25 Hz Task - The 25 Hz task monitors the
instrumentation signals required by the finalized measurement 1ist and outputs
data on the data bus when polled by the system master contrbl]er.

6.1.3 Resident Foreground Task (131 Hz) - The resident

foreground task is a slack time task that executes when the two higher
priority tasks are idle. It accomplishes three functions:

o Voltage level setting.

¢ Biagirectional converter mode contrcl,

o Self test of the microcomputer.

c-12
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The voltage level set commands the inverters to output a
desired line voltage specified by a dac output. The bidirectional voltage
control function specifies the required charging current that should be used
to charge batteries, and the desired output voltage during discharge. It alsc
specifies the mode of the converter. The self test.function executes a memory
sum and instruction test program that continuous1y validates microcomputer
operation. Failure of the test sets flags and status bits, which are reported
on the data bus to the system master controller.

6.2 Software Generation:

The higher level tasks (25 Hz, resident foreground) shall
be programmed in E.L. FORTH code. E.L. FORTH is the Engineering Logic version
of Forth Interest Group (FIG-Forth) configured for the Texas Instruments TM990
series of microcomputers. It is designed to function both as a powerful
software development system and a8 comprehensive run-time support package. It
is packaged in six TMS2716 EPROMs and is optimized for use in PROM-based,
time-critical, interrupt-driven, monitor, and control applications.,

6.3 Monitor:

The monitor is @ highly modified TIBUG type monitor.
(TIBUG is a registered trademark of Texas Instruments,Inc.)

On power-up, the monitor checks HEX 3000 for a flag word.
It will test the flag-word vectoring to a special entry to FORTH and cause the
automatic implementation of an application program. The power-up sequence
starts the two interrupt-driven tasks and then branches to a noninterrupt
loop. FORTH is not accessible in this loop.

Each program is developed with E.L. FORTH in PROM and the

application in RAM. Wnen the program is completed, an additional routine is

¢-13
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written to establish the power-up linkages and sequences. The RAM image is
burned into EPROM for installation in the finished system. Then the tasks are
simply executeh when power turn-on occurs.

6.4 Microcomputer Hardware:

The microcomputer consists of a TMS990-101 microprocessor,
memory extension board, analog 1/0 boards, 9600 baud industrial data bus,
chassis, power supply, and interconnecting cables. The intent is to
demonstrate functional fault tolerance of the power system. Operationally,
redundant RAD hard processing will be required, and data bus architecture wil)
be changed. Compatible hardened equipment is available in the same T.I.
family.

C. Mechanical Configuration

The system's mechanical configuration shall be composed of & driver
assembly, bus systeﬁ, and a receiver assembly. All chassis and modules shall
be mounted in standara 19-inch racks and shall provide their own forced-air or
convective cooling.

Transformers and other system interface hardware shall be configured
to allow system rearrangement and operation as a single-phase system with the
drivers operating in series or in parallel to supply 25.0 kW,

V. Specific Tasks
Tasks I - Reguirements
The requirements in Section IV are preliminary in nature with several
requirements and parameters to be determined in this task and to be verified
by tests and/or experimentation in subsequent tasks.
). The contractor shall perform those investigations, literature
searches, discussions, reviews of test data from the present breadboarded

power system, and/or further tests and experimentation with this present
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breadboard power system, if necessary, to acquire the necessary data andg
information to update and finalize tne }equirements for the 25 kW system. The
contractor shall also consider the inputs from LeRC personnel relative to the
negds for proper and efficient operation in the LeRC testbed.

2. The contractor shall update and finalize the requirements for the 25
kW power system and submit three (3) copies of the finalized requirements to
the NASA project manager for his review and apprdval.

Task Il - Design

1. The contractor shall prepare preliminary circuit designs of the
modules and switch matrices, the transmission line power bus, the
microprocessor system controller and the reauired software for the two level
fault protection and circuit monitoring to meet the finalized circuit
requirements determjned in Task I. The preliminary designs shall be based on
analyses and tests of the existing low power system and, where necessary for
critical areas, by special tests on discfete function breadboarded circuits.

2. Based on the above, the contractor shall finalize the designs

including the means to interface the control system with the LeRC system and
prepare engineering drawings and component parts lists of the designs ang a
description of the software program and its operation in the system. The
drawings shall be prepared in accordance with Classification Level 1 of
Military Specification MIL-D-10008, dated October 28, 1977.

3. The contractor shall design the mechanical chassis and module
assemblies and overall rack enclosures for the deliverable system hardware anc

prepare the following drawings for the finalized mechanical design:

C-15
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(a) Oﬁt1ine, layout, and assembly drawings of each module, chasSis,

and rack enclosure.

(b) Interconnection wiring drawings of the modules, chassis, and

enclosures.

(c) Identification of test points and their physical locations

The drawings shjall be prepared in accordance with Classification
Level 1 of MIL-D-1000B as in paragraph 2 above.

4. The contractor shall submit three (3) copies of the drawings and
descriptions specified in paragraphs 2 and 3 above to the NASA project manager
for his review and approval. The contractor must receive this design approval
before he can proceed with hardware fabrication.

Task III - Design Review

At the completion of Task Il, and, as scheduled, in coordination with
the NASA project manager, the contractor shall present a review of Tasks I and
11 at the Lewis Research Center for NASA personnel. The review shall be
mainly a presentation of the design and discussions of the factors influencing
the major decisions.

The contractor shall prepare a design review package for use by the
participants at the design review meeting. This package shall contain the
following as a minimum:

(a) A copy of the slides or vugraphs to be presented with a brief

description of each. |

(b) Schematic circuit drawings of the modules and the system and a

description of their operation and the operation of the software
program.

(c) A summary of the expected system performance characteristics,

advantages, and limitations.

C-16
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The contractor shall submit twenty (20) copies of the design review
package to the NASA project manager one week prior to the scheduled review
meeting. In addition, tne contractor shall submit an agenda for the meeting
to the NASA project manager two weeks prior to the scheduled meeting.

Task 1V - Fabrication

1. The contractor shall procure the necessary materials and components
to fabricate the driver and receiver assembly and the bus system. If early
procurement of long-lead-time components is required to maintain schedule,

approval to procure these components shall be requested from the NASA project

manager prior to ordering.

2. The contractor shall fabricate the individual modules, chassis, and
enclosures for the driver and receiver assemblies and the bus and contro!
system in accordance with the approved designs.

Task V - Testfng

1. The contractor shall prepare a test plan for complete po@er system
performance testing and characterization. The tests shall verify proper
system operation, fault tolerance and fault clearing performance, and that the
system's performance meets the requirements determined in Task I. The tests
shall include the following as a minimum:

a. System and individual module efficiency measurements.

b. Voltage regulation measurements.

c. Fault-protection tests. |

d. Load variation tests including loads less than 10% of full loac.

e. Frequency response tests.

f. Output voltage ripple measurements.

g. Startup tests.

h., Shutdown tests.
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i. System voltage ang frequency responses to step changes.

Jj. System operation with power factor loads from 0.5 power factor

to unity power factor, )

k. Motor startup and variable speed operation from a 60 Hz source with

the Type 2 driver module.

1. Waveforms of critical voltage and current stresses.

m. Measurements to assess system eIectroméénetic radiation and

susceptibility.

The test plan shall desdribe the testing techniques and identify the
instruments to be used and their accuracies. Three copies (3) of the test
plan shall be submitted to the NASA project manager for his review and
approval prior to the start of the tests.

2. The contractor shall test the power system in accordance with the
approved test plan.

3. In coordination with the NASA project manager, the contractor shall
schedule and perform a demonstration test during the period the test setup is
intact. The purpose of this test shall be to demonstrate the operation anc
performance of the a.c. power system testbed to the NASA project manager anc
other NASA personnel to provide a basis for acceptance.

4, The test data shall be analyzed to evaluate and characterize the
power system performance. The test results, analyses, and evaluations shall
be documented in a test report. The contractor shall submit twenty copies
(20) of this report to the NASA project manager for review and distribution to

NASA personnel.
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In coﬁjunction with the test report, the contractor shall also
prepare an Operating Procedures Manual. This manual is to be used by LeRC
personnel for installation, checkout, and operation of the testbed system. A
draft copy of the manual shall be submitted to the NASA project manager for
review; three copies of the finalized manual shall pe.delivered with the
hardware.

Task VI - Installation and Checkout at LeRC

Following acceptance testing and delivery of the power system testbed
hardware, software, and operating procedures, the contractor shall assist LeR(
personnel with the installation and initial operational checkout of the
testbed system at the Lewis Research Center.

Task VII - Final Program Review

After completion of the program and prior to publication of the final
report, the contractor shall present a summary review of the complete program
at the Lewis Research Center for NASA personnel.

The contractor shall prepare twenty (20) copies of a “handout" for
distribution to the participants at the meeting. An agenda for the meeting
shall be submitted to the NASA project manager two weeks (2) in advance of the
scheduled review meeting.

Task VIII - Reporting Requirements

1. Technical, financial and schedular reporting shall be in accordance
with the Reports of Work attachment which is hereby made a part of this
contract. ‘

2. The monthly report submission date shall be no more than ten (10)
operating days after the closing date of the contractor's accounting month.

3. A maximum of twenty (20) copies of the Monthly Technical Progress

Narrative will be requirec.

c-19
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4. A maximum of six (6) copies of the NASA Form 533M, Monthly
Contractor Financial Management Report Snd NASA Form 533P, Monthly Contractor
Financial Mangement Performance Analysis Report will be required.

5. A maximum of twenty (20) copies of the Task IIl Design Review
Package will be required. .

6. A maximum of twenty (20) copies of the Task V Test Report will be
required.

7. A maximum of twenty (20) copies of the Task VII Final Program Review
*handout" will be required.

8. A maximum of one hundred fifty (150) copies of the Final Report will
be required.

9. The International System of Units (SI Units) shall be used as
primary units in all written reports including handouts for review and
coordination meetings. Corresponding conventional units should be included in
parentheses immediately following the primary units.

10. The reporting categories to be reported on the NASA Forms 533M and
533P are as follows:
Task 1 - Direct Costs/Manhours Schedule
Task Il - Direct Costs/Manhours Schedule
Task II1 - Direct Costs/Manhours/Schedule
Task 1V - Direct Costs/Manhours/Schedule
Task V - Direct Costs/Manhours/Schedule
Task VI - Direct Costs/Manhours/Schedule
Task VII - Direct Costs/Manhours/Schedule

Task VIII - Direct Costs/Manhours/Schedule



RFP3-533917

Total Contract Direct Costs/Manhours
Total Contrct Material Costs
Total Contract Overhead
Total Cqst
Contractor Share
Government Share '
11. The contractor shall report all columns of the NASA Form 533M. The
contractor shall report cost and manhour estimates for the next two months in
‘columns 8a and 8b. The contractor shall report only block 11 (a and b) of
NASA Form 533P.
Contract values, as originally assigned by the contractor to the
NASA Form 533M reporting categories, shall not be changed during the
performance of this contract except by contract modification or under other
conditions of the Reports of Work attachment paragraph A.2 (revisions to the
Work Plan),
VI. Deliverable Items
The following is a alisting of deliverable items from the contract:

A. Documentation !

Work Plan

Finalized Requirements (3 copies) Task I

Engineering Drawings, Electrical Designs (3 copies) Task Il

Engineering Drawings, Mechanical Designs (outlines, layout,
assembly) (3 copies) Task Il

Engineering Drawings, Wiring Interconnection (3 copies)

Task 11
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Design Review Package (20 copies) Task III

Test Plan (3 copies) Task V

Test Report (20 copies) Task V

Final Program Review "handout" (20 copies) Task VII
Monthly Report - tach Month

Operating Procedures Manual (3 copies) Task V

Fina) Report (150 copies) |

B. Hardware

Item Quantity Description
1 1 A wired driver assembly enclosure to accommodate

19-inch rack mounted modules.

2 ] A wired receiver assembly enclosure to
accommocate 19-inch rack mounted modules.

3 1 Bus system consisting of two redundant 50-meter,
4-wire, 25 kW transmission lines.

4 1 25 kW, d.c. to 20 kHz, three-phase, Type 1,
inverter driver module. (Contains three (3)
single-phase inverter/transformer/driver

" submodules. )

5 ] 25 kW, 60 Hz to 20 kHz, three-phase, Type 2,
inverter driver module. (Contains a.c./d.c.
converter and three (3) single-phase

/
|
inverter/transformer/driver submodules, Type 2.)
6 1 25 kW, load control and fault isolation switch

matrix.
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Item Quantity
7 1
8 1
9 1

10 3

1 1

12 1

Descrigtion

25 kW, driver/bus control switch matrix.

25 kW, bi-directional converter module with d.c.
output voltage on user side.

5 kW, variable voltage'd.c. module.

25 kW, variable vo1§age, variable frequency,
three-phase a.c. output modules. (Each consists
of three (3) single-phase submodules, for a total
of nine submodules.) One three-phase a.c. output
module to be used with item 5 for control of a
three-phase motor. 25 k.

System controller. (Consists of a microprocessor
controller with data and control outputs.)

Complete system software.
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Appendix B

Hardware/Software Requirements Digest
These tables list summarize the detailed contract requirements and show the changes to the

original deliverables, as the program evolved as a result of new data, further definition of
the Space Station system, and the test results on this program.

Page 59



Final Report

CR 175068
NAS 3-24399

Page 60



p[0)
b 10

b.[0)
b [0)
p[0)
p.[0)
p.[0)

p. [0
OdA 012 01 051

p.[0)
p[0)

p.[0)

). [0)

p. [

| obed

(1 ¥seywon agl)
%b0=QgdLON "~ " " T T T gL FZHM 0 ¢
T ON Tttt ottt 0ibop SOWD ulm ajgnedwod .
| ezl
ON ~ °~ ° ° " " peoj|inj Ol %04 = UOHELEA pBOT «
. (1 yselwon ggl)
%b0=a@gLoON =~ - " T T T QgL FZHA 02
*° - (eseyd-gibuisio) - - - - - - (a)elIs Apeals ‘aseyd aaiy))
. . . - . . . . - 02 . - . . . - . . .me .—“~°ﬂ .;¥ mN.
(Arepuooas Jaulojsuelt oyl je)
ON ~ " " " " (N-1) '%0°ST ‘SWH'OVA Obt -

Ao
ON ottt - Keue (1ej0s) 1o Addns samod «

ON * "t 5aA00E Ol QG - .

. sinduj
uonesado | adAj‘snpop jessdauy  t st s s o = adA)L einpon gl
* aseuyd ejbuis 1oy pojayesed 10 - -snq aseyd 931y} 3yl SAUP O} SOLEPUOIIS
Jaunojsue)} Indino n1ay} 1e pajosuuodIdu] «
Boopjewsxa ‘aibuis - v ottt yOO0[0 [BWIBIXD
‘Juepunpal B Wwolj PazIuoIYouAS .
ON - apow aanos abeyjoa syl uy pajesado
‘19M3AU| JueuOSal SAUas ‘abpuq |Ind «
|eJauar)
* aseyd sibuis 10 * * - ° - ° SINPOW JaMBAUY/IBAMP aseyd-ediyl oLgaAl

uojyuyag anpowy uauodwio) weIsAs a'Al
Sobuey?n) v9dg Juswiannbay ydeibeied SM

sabuey) pue sjuawasinbay jo )sabig

PRECEDING PAGE BLANK NOT FILM™D



wawainbay g adA] e)91aqg

. 2 9bey

). [0)
p.[0)

* 9)9|9p

ON

%10 =adL -ON

%1°0=08L ‘ON

ON

ON

ON

ON

ON
ON

" *OVA 802

ON

ruoiesado 2 adA|
Ul S9|NPOoLW [BSIBAIUN

uoijesado g adA)

sebuey) 090G

sassnq
co_mm_Emcmz OM] JO J9YlId 0] 103UU0D «
: : 'snq 1amod sy} woiy/0}
a|npouw Jaaup e Bunosuuod Jo sjqedes Ddy
JOIONPUODILIAS DV UB SI JUswa|a Yyoeg
XUIeN YOUMS [onuo sng ocaAl

(1 ¥seywos ag1)
*a@gLFZHMOC -
- 0160] SOWD uNm 8jqneduiod .
peo] {IN} 01 %0 | = UOI{ELIEA PBOT »

(1 yserwoy agi)
Ta@gLFZIHNOC -

(a1e1s Apeals ‘aseyd aa1uy))
"Xeuw ‘[ejo] ‘MM G2 -

Smucoomm Jauuojsues) ay} le)
(N-1) '%0°GT 'SIWH'OVA Obb -
SIAINo
ho;oa >.__== _m_ohoEES piepuels -
' ZH 09 -
aseyd aaiy) ‘(1-7) 'OVA ObY -
Sada)

“Jun joNuo9 10joul djesedss e se
6unesado jo siqeded aq im 2°G JO
wm_snoE DV 8y} pue sajnpow g adA|
e o« = « & 3 = ®» s+ = « N°Q>.—.Q—=SE N.—..m.>_

Juswiaiinbay ydeibeied SM

sabuey) pue sjuawasinbay jo 1sabig




MO
MO
MO
A0

p.[0)
AO

AO

p [0
MO

[0

p [0

p.[0)

¢ abey .

S1S8) preoqpeaiq uo Paseq ‘| %se}

" spuooasti oG = adl ‘ON

omﬁ.o>9o~ le uo-umm ‘siqeoyddejoN v 0 gL = SiSuejuo-wny

QEﬂmN Qm._r OZ e e e e .XNE.O

2

g1 = Jusund aAloeay ,

om L = doip abejjon xep ,

216071 SOWD

E_; aaiedwod = sindul pUBLLWIOY) »

2 2 2 2 22 2 2¢

UBy) 090

sabuey) pue sjuawasinbay jo 1sabig

N_._v_ 0°02 = Aouanbai «

(feas)'xew

‘SWH'OV ‘dwe Gz = JuaLNJ PayoIMS «
%SF SWH'DVA 29/ = 06.ljoA payoums .

ommE oo- uey) ssa| :_ esooo .
pUBWIWOY J8}|01]u0D/19INAWLI0 WBISAS «

) Spow Jjo-umy

fouanbayy snq 1emod

2_- J0 81940 | uBY) SS3 UI SINDOO »

" 9|npouws peoj ay} je

pasuas abeyoa/uanng uo paseg .
onewojne/Aousbiswg «

Ty spou Jjo-wmn

PUBLIWOD JBJ|0SU0I/1BINAWIOD WIISAS

{17 3pour Uo-uIng
JuswaInbay

Ut paul1alap aq o) sisjeweled asay] (,)
- agl = aun) asuodsay ,

qdeibeieg SM



JoyowyAiuaHt 6e'0
Jajowpesedu 0£°0
A0

%9€" |

%890

p 1)
p.[0)
‘wo 02
p.[0]

ned ‘papjatys ‘paisimi

[0
p.[0]

¥ abed

ON
ON
* SI0J08UU0I - I PIS = adL ‘ON
Ce e N
ON
ON
ON
ON
slajaw QoL
ON
aam xis ‘aseyd a|buis 10"
sng aibuis
Sabueq) Jadg

"$yse)

jusnbasqgns ui sisal AQ paljIaA pue | jse)
ul cmc_ctoan 8q o} si9aweled asay] (,)

adJ. = aduejonpu| ,

gl = eoueieden ,

gg.L = suolieuiusd] ,
peol 10 %02 = uoiiesado yne4
peO] 10 %G 0 = uoneiado JewoN

(s1818W 0G 1) S9SS0| S|qEMOYIY *
SWY ‘dwe g = uoneiado yne4
SWH'dwe gz = uotesado [ewsoN

uesuny .

,x.o m H w_zm OVA Otb = (N-1) o6eloA «

* 0 gl =Jepwelq .

sigaw g = yibua

edn ]
- Aupgndaosns pue uoieipel
oam:mmEo:om_o winwiuy 10) paubisap »
: * anm 1o} ‘aseyd asiyj

‘guoje pajesado uaym peoy |iny Buikiddns jo

ajqeded yoes ‘suoipuod Bunerado fewsou
Japun speoj buneys ‘sassnq |ajiesed om|
sossng Jomod

oedaA

Tuswannbay ydeibered SM

safiuey) pue sjuawaninbay jo 1sabig




MO
MO
MO
b (0]
MO
p.[0)
A0

MO

p.[0)

G abed

suoneayoads aoeusiul pue sjaAs) 2160)
SOWD Uim aigeredwo) = sinduj jonuo) «
(peot Iny 1e) “xews %0°} = 8|ddu INdnQ .
: Xew ‘MM 0°S = Jamod IndinQ «
* DAA 0'2 = uonnjosal IndinQ .«

’ o\oo LF QA 061+ 01 G2+ = abejyoa IndinQ -

ZHY 0°02 = Aouanbayy induj »
om 1= Emtzu induy waisuesj ,
" (e1e1s Apeals)
"Xy 'SWH‘dwe 6z = Juaund nduj .
(N-1) %0°SF SWH'OVA Ot = 8bekjoa Induj «

ommmm: |jessuab ho_ aa
paieinbas o} sindino snq ay) SUBAUOY) »
anpow D aeNOA sjqelies 1'sa’Al

S9INpo peoT 0sg'Al

LXUIEW UOUMS j01ju0?) Sng,, Se aWwes sjusawannbal pue Sapoyy «
*snq Jamod ajbuis ay) woy/0)
a|npow peo} e Hunoauuod

35bueqy) 5905

*sassnq samod 8y} JO Y10q JO JOYUS Wi0I}/0)

ainpow peoj e Builoauuod §o sjqeded Hdy

JOIONPUODILIBS DY UE SI JusWa}d yoeg
XUIEN YOUMS jonuo) peo] ovaAl

Tuswsanbay fdeibeieg oM

sabuey) pue sjuawannbay jo 1sabiqg



9 abey

MO ottt ottt N Tt T suoedoads aoeusiul pue s1aaa) a160)
SOWD ulm sjqetedwo) = sinduy |0AUOD «
MO - oadsaddualsleg v 68_ in} 1e) xew %" = ajddiy IndinQ »
V_O L OZ . e e . e e XNEmOlhouomuu®;8UNOJ-
!O L T T T Y OZ e - s - - yeWwl ;v—o leuwga ~3Q~=O-
xo . . . . . . . P - . . . - . Oz . . - . . . . - - . AU@Q ——=-mv
{10} ‘Xew %0°G = uoiuoisip indino .«
ZHAEEOIZHEL © " T T T T 0N T %0 FZHA G2 010 = Aouanbayy IndinQ «
V*O FE T T OZ - e . . e U®~Q®CCOQ 0>>>-
o\oo :+. SIWH'OVA G 1 0} 0 = 8bejjoa Inding -
¥o T OZ . [ NIV—OON >OC®3U®:~=QC_-
Co om hnEm....:o induy aisuel) ,
"XeW ‘SWH‘dwe Gg = aund induj -
MO "t ON T (N %0°ST SWHOVA OF = abeAjoa indu -
UOIEDNI0adS soBHaju] 2iuoij0a|3
V_o P T R T T R oz D ._O:COQ&OaOE @C_U—.__OC_

‘abeasn Oy |eiouab 10} Aouanbaiy ajqeueA
‘ny pojeinbai 0) SINdINO SNQ SUBAUOD) «
sajnpoul Qv
Kouanbauy aqepen ‘abeloA djqeieA 26aAl

$abueyy oodg Juawanbay ydeibeieq SMm

sabuey) pue sjuawa.nnbay jo 1sabig




MO
MO

MO

MO

p 1o}

MO

AO

/ abed

a|qeondde jou
a|qeondde jou
sjgeoidde Jou
8|qeoyidde jou
Aiddns 5@ e woyy pajesado
Aiddns 9@ e woyy pajesado

ON

ON

$5bUEqy) 5905

'S1s8} Juanbasqns
Aq ‘e|qeadde asaym ‘paiuaa
pue | )se} ut pauiuualep 8q o} (,)
o " ggL=9plo Aing ,
@g. = sbuus |ajiesed jo oN ,
Al = |19 $3ua8S JO "ON ,
" QgL = Awoedeo 180 ,
* ggl = abeyoa pabreyosiq .,
* agl = abeyoa pabieyo Ain4 ,
SONSUBIOEIED ATy
sjuswasnnbai sjnpow
JAUBAU|I8ALG YUM JuelsIsuod sinding »
- 9AOqE
pabieyo Aiayeq woly uoiesado »
* 8|NPOW JOUBAUI/IBALP WISAS »
apowl 1aAug ‘2
*J9(10nu09/13Indwod wslsAs ayy
WOJ} SPUBLLILIOD [BUISIXD UO paseq
jonuod uonenbas IndinQ «
- * J9AI9031 D -
9powW JOAIB8Y °1
S{NPOW JOUBAUOD) feuoiidalipid £9aAl

Juswannbay qdeibeiegd SM

sabuey) pue sjuawaainbay jo 1sabig




g abed

‘Auo sasodind uogeuwojur - - - - ¢ - (spelep Auew) ysel zH | xoidde e 19gAl

10} S ojdwiexa siy| ‘asemyospwdisAs 0ttt (s)ielap Auew) ysel zZH 62 2L9gAl

wwowzmo_c_omz unmpaysydwosoe usiup - - - 0t o o (spelap Auew) ysel zH 0001 LL9gal
MO Tttt uepunpasyj uoN o C T _o::oo uesajo) )jne} siquuwesboid .
MO Auo dn-pelsuo yoayagas - - Tttt )O8UD )9S Wl MOB[S .

MO 7 eIeMlos ‘WWO) [RIoIsWIWO) s augT e widisAs

Yum sassnq gev- 40 2e2-SH Awiioe) pagisa) yim adsepaiu|
3O RN, ¥ e e e e e e e aDQuDO\uBQC_ snq ejep [euas «
3O RNy \ Cot st -+ SDUBWIWOD SNQ Q~NU~Qm8N-
MO Yy V) ce e e e e e e e e e .N-NU@O_NCNhog_LOEo
MO 0 uonosjoid ynejasemijosoN  C C C C C T uonoajosd Jney [3A9] om) «

a1emyos 1NdwodoIoN 1'9'a°Al

(snq ondo saqy ‘jout) ‘gb¥ 3331 O

MO T ° " 8iempiey ajeusiul pappe snq ejep [euas ‘eGGL-ALS- TN ©
sleudoddde yymion - - - aooom 2 uoisuedxs jo a|jqeded sadepaly| «

SR © - - gindu jenuew 10}
m:o_mso.a 9ARY |[BYS S90BUSIUI SINPOWN -

MO 1 oseggwAdiM | uuopu Bupweibold -
MO ottt siossagoudosou oot S hommwooaeo_E 8uQ -
poppaquil OM] HOSIAIadNS  * 1ttt e s s et st s 1onuoD) WRISAS 09'g'Al

feunrwia) ysojoen

sabuey) oodg Juswiaainbay ydeibeieg SMm

sabuey) pue sjuawaainbay jo 1sabig




). [0)
p.[0)
p[¢]
p.[0)
p.10)

Jossaooid pauapiey

9808 SstueH yum s|qeleduio)
AO

AO

MO

MO

). [0)

MO

). [0)

) [0)

6 abed

ON
ON
ON
ON
ON

ON
walsAs xaiduns ‘a1d19Qg
S oy

ON

ON

ON

ON
pannbas jou

s108s82%01d pappaqui 9808

aremyosawalsAs syl 1o} aqeoydde jou

paseq WOHd3 pue %sig

"W/d 191u] 8 diseg Yyog 1l

330Uy 5505

m:__ooo BAIID9AU0D 10 JIB P3DIO) [BUIBIU]| »
: SHOBJ YoUl 61 PIEpUE]S -
AlQuIasse 19A1909Y »

wolshAs sng «

AIQuIasSe 18Al( »

uopleinByuod feojueyoa

weawdinba pauspiey siqeledwo?

mocso_o- )Nk} [EUOHIOUN] BJRSUOWSP »

sajqes HunosuuodIaUl .
Aiddns Jamod .

© SISSeYD) «

msn BJep jeumisnpul pneq 0096 «
: spyeoq O/ Bojeue «
p1eoq uoisuedxs Alowaw «
L0L-066SNL -

aremp.ey RINdwod0IoIN

adAionail -
lojuop

" paseq NOYHJT -
yuo4-ni4 = SYsel |9A9] s8ybiy «
uojjelaudlh arem)jos

ON

yogal

£9'a'Al

c9'gAl

Justiannbay (deibereg SMm

sabueyj pue syuauwaainbay j0 1sabig

e

P

ZAL

A

0%
\



0} abed

MO ot tocttocccctgy t - - uosuedxa ofeloe) o} JEnNpow .
MO - © - - ODBunssjuonenieas buunp - 19P-QLS-TIIN Ylim 9ouepIodoe Ul
painseswu aq o} ‘},bas aiioads oN Aupqeidaosns g uoljeipel |3 WNWIUW «
ojes jieq «
V*O P .>_=O®-Nw=ﬂu_ s e e e e e e e e e s szzmm Emum>m50—v
o0} abueyd 8jes ne4neuonesado e .
MO ¢ - - Bunss) walsAs Buunp
pamsesw aq o)pbasogoadsoN - 0 0 v 0 0 0 0 Aouaioiye yby .
sjuswannbai ubisep wisAs VAl
MO ottt gN st g0
MO uonesado A gy JojjeneIeg 0t ¢ j9|jeled JO SQUaS .
V‘O . . . . . . . - . . . - . o . OZ . . . . . . - - . . . . .co_ﬁm‘-mao ommf—a mm;—:ﬁ

10 aseyd s|buis mojje 0} ajqeinbiyucoal
alempley 99eUdjUl 19410 PUB SIBULIOJSURI |

Sabuey) Jads Jueweanbay  {[deibeled SM

sabueyg pue sjuawasinbay jo 1sabig




Final Report CR 175068
NAS 3-24399

Appendix C

Electrical Hardware Schematics

The drawings presented in this Appendix are a selected subset of the total documentation
provided for this testbed. They are provided to illustrate the basic circuit designs used for
the various system modules. The total drawing package was provided in print and
electronic form with the hardware, when it was delivered.
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LeRC RS422 Pin Assignments

Driver Cabinet

Computer Cable =

Reconfiguration Cable

RS422 T-Line

Receiver Cabinet
Computer Cable

186/03 Int. Panel | Int. Panel Rear Panel|Rear Panel Rear Panel{Rear Panel 186/03
_Signal| _26-Pin 37-Pin 37-Pin 37-Pin 37-Pin 37-Pin 37-Pin 26-Pin__| Signal

. 1 1 . . . . . . .

- 2 20 - - - - - -

. 3 2 . . . R . . .
TR(A) 4 21 21 22 22 22 22 8 DM(A)
TR(B) 5 3 3 4 4 4 4 7 DM(B)
DM(A) ) 22 22 21 21 21 21 4 TR(A)
DM(B) 7 4 4 3 3 3 3 5 TR(B)

- 8 23 - - - - - - -

- 9 5 - - - - - - -
CS(A) 10 24 24 26 26 26 26 14 RS(A)
CS(B) 11 6 6 8 8 8 8 15 RS(B)
RT(A) 12 25 25 30 30 30 30 22 TT(A)
RT(B) 13 7 7 12 12 12 12 23 TT(B)
RS(A) 14 26 26 24 24 24 24 10 CS(A)
RS(B) 15 8 8 6 6 6 6 11 CS(B)
RD(A) 16 27 27 29 29 29 29 20 SD(A)
RD(B) 17 9 9 11 11 11 11 21 SD(B)

- 18 28 - - - - - - -

- 19 10 - - - - - - -
SD(A) 20 29 29 27 27 27 27 16 RD(A)
SD(B) 21 11 11 9 9 9 9 17 RD(B)
TT(A) 22 30 30 25 25 25 25 12 RT(A)
TT(B) 23 12 12 7 7 7 7 13 RT(B)

- 24 31 - - - - - - -

RC 25 13 13 13 13 13 13 25 RC

- 26 32 - - - - - -




Final Report CR 175068
NAS 3-24399

Appendix D

Test Plan

This test plan is included with this report to show the reader what tests were actually
performed, and thereby provide a perspective for the significant test results described in
Section 5.4.3. In addition to the reduced data presented there, comprehensive engineering
data was collected and reduced to provide a base for the design of Space Station flight
hardware, and to provide a basis for the estimation of its performance.

A complete discussion of the testing and the data, along with the actual data sheets and
photographs, is included in the test report (Reference 8) which was published separately.
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1.0 SCOPE

This test plan provides the requiremeiits for the testing of the AC Power System Testbed to be
designed and constructed by General Dynamics / Space Systems Division and defivered to NASA /
Lewis Research Center. It describes the device under test, tests to be performed,
Instrumentation to be used, and parameters to be measured. The tests are designed to measure
and investigate system performance parameters to verify correct operation of the 25 kw AC
Power System Testbed. Data will be recorded and correlated to achieve an integrated description
of the system operation.

2.0 DEYICE UNDER TEST

The device to be tested is an ac power system testbed that uses the resonant ac power approach
devoloped by General Dynamics. The testbed is representative of a Space Station power system
and includes: dc-to-ac inversion, high voltage and high freguency ac power transmission,
fault-isolation switches, distributed payload power processing and computer control. A
gdescription of the testbed follows.

Six single-phase, 4.2 kW inverter modules will be configured o deliver 25 kW to the 20 kHz
bus as shown in the system block diagram in Figure 2-1. These driver modules can be operated
from a 150 to 200 Ydc. For each inverter moduie there is a corresponding transformer that
steps up the output of the inverter to the bus voltage (440 Yrms, line to neutral). The
inverters, transformers and the bus are reconfigureable so that enther single-phase or
three-phase power distribution is possible.

inree loaa interface modules will be connected via step-down transformers to tne pus 100
meters from the system drivers, The first of these modules is the dc receiver moduie that will
convert 20 kHz ac power to dc power over a voltage range of 25 to 150 Vdc and a maximum
power capabiiity of 5.0 xW. The second module 15 an aC reciever and converts singie-phase 20
kHz ac pcwer to variable-voltage, voriable-frequency three-phase power its output has a
voltage rangp of 0.0 to 115 Vrms, and frequency range of 14 Hz to 3.33 kHz, and a maximum
capability of 25.0 kW, The last receiver module is a bidirectional moduie. it converts 20 kHz
cower to dc power and the reverse. |t has a oc voltage of 150 and a power capability of 10 0 ¥W
In gither girection of power figw.

Fault-isolation switches will be located between the bus and every power module so that 3 fault
in any moduie or its transformer can be isolated from the system (see Figure 2-1) The
switches will have fault detection capability. System conditions will also be monitored by the
system computer controtier which will also have the ability to open anv of the fauit isglation
switches should conditions warrant.

All of the reciever module outputs will have closed-loop feedback control o reguiate outout
voitages and frequencies. The cutput voltages will be sensed and compared to a reference voitage
to produce an error signal. The error signal will be minimized by erther modifying the firing

vy v

The voltage and frequency references used in the local module regulation will be provided by the
computer

ORIGINAL PAGE IS
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RECEIVER MODULE INPUTS
440 Vac RMS, £ 5.0 % o
LINE TO NEUTRAL

1 [ .
T one (" mmuusam
150 -
S0 - 200 Vde I }" OPERATIONAL MODES:
REGULATED POWER AT
440 Vac RMS, £ 5.0%
. {SH~8 e TonEUTRAL
> I }ll on  20kHz 25KW (Total Max Reqr)
o Y-CONNECTED FOR3-¢ SYSTEM
I }“ \ o PARALLELED FOR SINGLE - ¢
SYSTEM
HSH—o ¢
\
——{ 1] N
I }" COMPUTER C —TO COMPUTER
COMMANDS LOAD INTERFACE
5.0 KW (Max) FAULT-ISOLATION COMPUTER CONTROLLER
INVERTER MODULES (6) SWITCHES ‘ (C)
a (s) DRIVER - END HARDWARE
LeRC TESTBED
oS} 25.0 to 150.0 Vdc
SINGLE - ¢ BIIE R-O}— +1.0% Res.
o 5.0 kW (Max)

SINGLE - ¢ O_{S‘rj R-A oA

0.0 TO 115 Vac RM

20 kHz, 25.0 kW (Max Capabilty) IIE R-A 0B  (LINE TO NEUTRAL
o Y-CONNECTED FOR 3 - ¢ SYSTEM o £1.0%, 36

o SINGLE-¢,2WIRE SYSTEM 14Hz TO 3.3kHz

+1.0%, 2.5 kW (Ma
{5} ;}"{ R-A °C =05 (Min)
o— o N
o{S} DC INPUT
SINGLE - ¢ ||€ R-8 150 vde
o— 10 KW
TO | COMPUTER E _ DC OUTPUT
COMPUTER Cl COMMANDS lgjR-8 TBD
COMPUTER LOAD  FAULT-ISOLATION RECIEVER (R)
INTERFACE SWITCHES MODULES
(s) D =DC
LOAD END HARDWARE A = AC
LeRC TESTBED B = BIDIRECTIONAL

FIGURE 2-1. AC TESTBED BLOCK DIAGRAM.
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2.1 ELECTRICAL PERFORMANCE

211 SYSTEM POWER VLORIGIN AL PAGE 19
25.0 KW maximum. OE POOR QUALITY
2.1.2  BUSVOLTAGE
440 Yrms, line to neutral ( single-phase or three-phase).
2.1.3  INPUT POWER
150 to 200 Vde
2.1.4  OUTPUTS
a. 2510150 VYdc, S.0 kW

D. 0.0to11SVrms, 14H2to 3,33 kHz, 25 kW maximum
c. 150, 10.0 kW maximum, bidirectional )

2.2 MODULAR BREAKDOWN

The modular arrangements of the system configuration are shown in the block diagram of figure

2-1
2.2.1 DRIVERS

The resonant drivers are synchronized to a common clock and operate at 20 kHz. The inverters
nave closed-loop voltage reguiation. A schematic is shown in Figure 2-2. :

2272 SYSTEMBUYS

The bus will be capable of being configured as a three-phase or single-phase line. It will be
100 meters in length and operate at 20 kHz and with a fine voitage of 440 yrms (440 yrms.
line to neutral voltage in the three-phase case).

223 LGAD MODULES.
Three types will be tested:
2.2.3.1 DC RECEIVER MODULE.

This module will convert 20 kHz power from the bus to dc with an cutput voltage range of 2S.
to 150.0 vdc. The module is equipped with output voitage regulation. The output voltage is
sampled and compared to a reference voltage to create an error signal. The control electronics
for this module minimizes this error signal by either modifying the SCR firing angle or by
omitting more or fewer 20-kHz pulses. See Figure 2-3.



2.2.3.2 THREE-PHASE, AC RECEIVER MODULE.

This 25.0-kW module converts single phase, 20-kHz power to variable-freguency,
variable-voltage, low-frequency power. The output voltage and frequency are reguiated by
sampling the module output, comparing it to a vollage level, and producing and error signal. The
error signal is then minimized by modifying the firing angle of the SCRs or by omitting more or
fewer 20-kHz pulses from the transmission line. In this way, the output of the module can
range from 0.0 to 115 Vrmsand 14 Hz 10 3.33 kHz2. Ses Figure 2-4.

2.2.3.3 BIDIRECTIONAL, DC RECEIVER MODULE.

This 10.0-kW module is capable of bidirectional power flow between the 20-kHz bus and a
150-VYdc source or load. The module has voltage regulation on its output regardless of whether
the output is the bus or 3 dc load. The regulation is attained by sampling the output, comparing
it to a predetermined reference level, and producing an error signal between the two. The error
signal is then minimized. See Figure 2-S.

2.2.4  FAULT-ISOLATION SWITCH.

These switches will be placed between every system power module and the bus and will be
capable of isoiating the module from the bus in case of a fault in a module or transformer. See
Figure 2-6. The control circuitry of the switches monitors the voltage of the bus and current
into the module. If either of these parameters exceeds a prescribed value, the switch will pe
opened and the module and its transformer removed from the bus. The switch can also be
operated from the system controller computer.

225  GYSTEM CONTROLLER COMPUTER.

The computer will monitor system voltages, currents, and freguencies of the driver modules,
the receiver medules, and the bus.
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FIGURE 2-2. DRIVER MODULE.
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o Y Vdc
3|I¢ -
asovRms 3§
20 kHz 1“ Ejr. 10 uF ~ LOAD
C3saM - 5.0 KW
(Max)

FIGURE 2-3. DC RECIEVER SCHEMATIC.
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L. 25.0 kKW (Max)
440 VRMs (o
20 kHz — -0 B
LOW FREQUENCY

o- 1

o= i ' o ¢

o '

A\ J/

C364M

(]

440 VRMs )
20 kHz
(o)

FIGURE 2-4. THREE-PHASE, AC RECEIVER SCHEMATIC.



ol T -

440 VRMs 150 Vdc
20 kHz BUS 10 kW (Max)
| ®

C364M

S B
2 h)

20 kHz

i 150 Vdc

FIGURE 2-5. BIDIRECTIONAL RECEIVER SCHEMATIC.
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FIGURE 2-6. FAULT-ISOLATION SWITCH CONFIGURATION.
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INSTRUMENT DATA SHEET

MEASUREMENT
EQUIPMENT

MANUFACTURER

MODEL NO.

CALIBRATION
CONTROL NO.

CALIBRATION
DATE

CALIBRATION
DUE

INSTRUMENT DATA SHEET.

FIGURE 3-1.
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3.0 IESTING
3.1 INSTRUMENTATION

All test measurements will be performed using instrumentation maintained and calibrated in
accordance with General Dynamics and DCAS procedures for engineering laboratory equipment.
Evidence of such calibration will be provided on the “Instrument Data Sheet” (Figure 3-1) by
recording the appropriate calibration log numbers and dates in the spaces provided. Other
detailed data will be provided documenting each instrument as shown in Figure 3-1.

Steady -state analog data ( such as voltage, current, power, etc.) will be recorded manually from
Jaboratory instruments such as the Clarke-Hess 255 Y-A-W meter and the Fluke 88 1 0A digital
multimeter. Transient or waveform data will be recorded photographicaily, directly from
oscillosdcope faces and presented as annotated photo-reproductions with scale factors and test
conditions inciuded. The measurement instruments to be used and the accuracy of each is listed
in Table 3-1.

3.2 TESTS

-

The individual tests, parameters, and measurements speciffed to fulfill this test plan are
documented in matrix form in Tables 3-2 and 3-3. In general, eight major types of tests will
be performed on the testbed.

3.2.1 START UP
The system input waveforms and bus waveforms as well as the output waveforms of each
receiver module will be monitored as the system is started. This will test will be run while the
system is loaded for dc inputs,
322  STEADY-STATE OPERATION
Steady -state system measurements will be made for four system cases:
a. LIGHT LOAD:
DC Receiver: SO0 W
Bidirectional DC Receiver: 1.0 kW
Y/F AC Receiver: 2.5 kW
b. BALANCED LOAD:
DC Recever: S.0 kW
Bidirectional DC Receiver: 3.0 kW
¥/F AC Receiver: 8.0 kW
r AC RECEIVER LOAD:
DC Receiver: OfF
Bioirectional DC Receiver: OFF

¥/F AC Receiver: 25.0 kW
{ The three inverter pairs will be synchronized and placed in parallel)

11



d. RECEIVER TEST:

DC Receiver: S.0 kW
Bidirectional DC Receiver: 10.0 kW
Y/F AC Receiver: 25.0 kW
(This test will measure the performance of the receivers to determine if they
meet the specifications.)



TABLE 3-1.
INSTRUMENT
Clarke-Hess 255
Fluke 801-600
HP 3466A
HP 4275A
HP 5315A
Fluke 8810A
SRi 900083
Tektronix DMS01A
Tektronix DMS502A
Tektronix A6303/AM503
Tektronix A8302/AM503
Tektronix 7104
Tektronix 7603
Tektronix 7633
Tektronix 7104/7A24/
’ P6062
Tektronix 7104/7A26/
P6062
Tektronix 7104/7A18/
P6062
Tektronix 7104/7A29/
P6062
Tektronix 7603/7A18/
P6062

MEASUREMENT INSTRUMENTS

DSSCRIPTION
Voit-Amp-Watt Meter

AC Current Probe
DMM

L-C-R Meter
Universal Counter

DMM

Ammeter

DMM

DMM

Current Probe/Ampifier

Current Probe/Ampifier
Oscilloscope

Oscilloscope
Oscilloscope

Oscilloscope/Amplifier/
V. Probe

Oscilloscope/Amplifier/
V. Probe

Oscilloscope/Amplifier/
V. Probe

Oscilloscope/Amplifier/
V. Probe

Oscilloscope/Amplifier/
V. Probe

13

WORST CASE ACCURACY

Volts/Amps: +£0.2% of reading
Power: +0.5% of reading

+1.5% of full scale
+0.5% of reading

True RMS: + 1.0% of reading
DC: 1£0.04% of reading

+0.1% of reading

+0.005% of reading

DC Volts: £0.01% of reading
True RMS: 10.4% of reading
Ave. AC Volts: +1.0% of reading
+1.0% of reading

+0.1% of reading

+0.2% of reading

+3.0% of reading

First 100ns: +5.0% of reading
After 100 ns: +3.0% of reading

Vertical: +1.0% of reading
Horizontal: +1.0% of reading

Vertical: +£1.0% of reading
Vertical: +1.0% of readiné

+5.0% of reading
+4.0% of reading
+4.0% of reading
15.0% of reading

+5.0% of reading



INSTRUMENT

Tektronix

Tektronix

Tektronix

HP 334A

HP 8566A

7633/7A18/
Pe062

7633/7A24/
P6062

7633/7A26/
P6062

TABLE 3-1 (Continued)
DESCRIPTION

Oscilloscope/Amplifier/
V. Probe

Oscilloscope/Amplifier/
V. Probe

Oscilloscope/Amplifier/
V. Probe

Distortion Analyzer

Spectrum Analyzer

14

WORST CASE ACCURACY

+5.0% of reading
45.0% of reading
+5.0% of reading
0.1% full scale

Frequency: +2% full scale
Amplitude: +2% of reading



TABLE 3-2. KEY

sSymMBoL —  PABAMETER MEASURED

VS
IS
vT
T
PS

Steady-State Voltage
Steady-State Current

Transient Voltage

Transient Current

Steady-State Power

Efficiency

Total Harmonic Distortion
Frequency

Inverter Resonant Inductor Current

AC Resonant Tank Voltage of Inverter
Secondary Transformer Voitage

Secondary Transformer Current

15

INSTRUMENT

Voltmeter

Ammeter

Oscilloscope-Camera

Current Probe-Oscilloscope-Camera
V-A-W Meter

Calculation from PS

Distortion Analyzer

Frequency Counter

Current Probe-Oscilloscope-Camera

Oscilloscope-Camera
Oscilloscope-Camera

Current Probe-Oscilloscope-Camera



TABLE 3-2.

PA ER MEASURED
Steady-State Yoltage

Steady-State Current

Transient Yoltage

Transient Current

Steady-State Power

Efficiency

Total Harmonic Distortion
Frequency

Inverter Resonant inductor Current

AC Resonant Tank Current of Inverter
AC Resonant Tank Yoltage of Inverter
Secondary Transformer Yoltage
Secondary Transformer Current

Primary Transformer Yoltage

16

KEY

INSTRUMENT

Yoltmeter

Ammeter

Oscilloscope-Camera

Current Probe-0scilloscope-Camera
¥-A-¥ Meter

Calculation from PS

Distortion Analyzer

Frequency Counter

Current Probe-0Oscilloscope-Camers

Currer{t Probe-0scilloscope-Camera
Oscilloscope-Camera
QOscilloscope-Camers
Current Probe-Oscilloscope-Camera

Oscilloscope-Camera



Steady-state system measurements will be made throughout the system according to Table 3-3.
The results will be compared against whe electrical specifications of the testbed listed in Table
3-4 for each of the four cases previousiy described. Measurements will be made of the
transmission frequency. Power will be measured at various points throughout the system, so
that efficiency can be determined for each system module. The input and output voltages and
currents of each of the modules will be recorded, which will include the recording of the output
voltage ripple of the receiver modules. Each of the recsiver modules will be Do tfested
inglvyidually with the inverters and compared with the electricsl specifications of the receivers
listed in Table 3-5.

The waveforms of the internal voltages and currents of the driver modules will be
photographed. Load and iine voitage regulation will be measured on the bus and load voltage
regulation will be measured on each of the receiver module outputs. Both forward and reverse
power delivery will be demonstrated on the bidirectional and ac receiver modules. This test
will also record the waveforms of critical voltage and current stress such as current peaks,
voltage peaks, dv/dt, and di/dt experienced by the semiconductor components.

3.2.3 TRANSIENT LOAD RESPONSE .

The change to the input and output waveforms of the system modules as well as the internal
waveforms of the driver modules will be photographed as the receivers are added to and removed
from the system abruptly. The receivers will be switched at full load. The voitage and
freguency of the bus as well as the output voltage of the receiver modules will be monitored
during the load switching to determine the effect,

5.2.4 FAULT CONTROL TESTING

The system input voitage and current, bus voltage and current, and the outputs. of the three
receiver mocdules will be monitored as faults are placed on various locations on the testbed
cystem  Both bus ang user fauits will be simulated. Two levels of fault protection will be testeqg,

A, faylt-tsolation Switches - The fault-isolation switches will be commanded from
the computer to react to a voltage peiow the nominal and a current apove the nominal settings. A
load exceeding these values will be placed on the bus causing the switches to sense an over [gad
condition and open

B. Inyerter Current Limiting - In the same way, the commanded current limit value
will be reduced for the inverters. A Icad exceeding this current value will be placed on the bus
with the fault-isolation switches off causing the inverters to lower the cutput voitage to keep the
current within the setting.

3.2.5 POWER FACTOR OPERATION

Loads with power factors of 0.7 iagging and 0.7 leading will be applied to the bus to determine
the system response. The bus will be loaded to the full 8.5 kYA for both parts of this test.

3.2.6 MOTOR OPERATION

The output of the ac recelver module will be connected to the 1.0-Hp 1nguction motor and will pe
tested for its ability to start and operate the motor at variable speeds.
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3.2.7 EMI TESTING

A spectrum analyzer will be used to measure the harmonic components on the bus of the system
testbed. The harmonic components will be measured on both ends of the bus. This will be done
for two cases:

A. Resistive Loads

B. Receiver Loads
DC Receiver: 5.0 kW
Bidirectional Receiver: 8.0 kW
AC Receiver: 3.0 kw

3.2.8 POWER TURN OFF

The response of the power system to having the input power removed will be measured. The
input and output voltages and currents of each module and the bus will be monitored as will the
internal voltages and currents of the driver modules while the system is loaded to 25.0 kW and
the power removed.

3.3 SUMMARY

At the completion of the testing, proper operation of the AC Power System Testbed will have been
verified. The testbed has the following components.

v

3.3.1 DRIVER MODULES

The voltage-regulated bus power will be provided by six, resonant inverter modules each
operatingat 4.2 kW. Each module will operate from either a dc or A0-Hz ac source.

3.32 BUS

A 100-meter bus will distribute 25.0 kW of 20 kHz power to the loads at 440 Yrms. The bus is
configurable and can be operated as either a 440-Yrms, single-phase line or a wye-connected,
440-Yrms { hine to neutral) bus. '
3.3.3 FAULT-1SOLATION SWITCH

High-voltage bus switches are located between the bus and each power module and are capable of
detecting and removing bus or module faults from the system.

2.3.4 RECEIVER MODULES
3. One unidirectional load module for a S5.0-kW, dc load.
b, One bidirectional load module for a 10.0-k'W, dc load or source.
¢ One load moduie for a 25.0-kW, three-phase, ac 1oad.

3.3.5 COMPUTER CONTROLLER

The microprocessor will monitor the system bus for fault conditions and also determine the
level of system voitages and frequencies.
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TABLE 3-3. TEST PLAN MATRIX
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TABGLE Z-4. TESTBED ELECTRICAL SFECIFICATIONS

[

| PARAMETER I NOMINAL] SPEC. RANGE [MIACURCD

=
]
fe
—t
<
(o]
—
—
cn
3
—
—t

|
!
150 vdc | 150-300 vdr |
t
i

input voitage (AC) 208 ¥rms| i93-216 Vrims|

1}

VYoitage (inverter endl 44 Virms) 4i3-452 Vrrms
Bus Voltage (Receiver End) 440 Vrms|{418-462 vVims

Bus Voit. Drop (End to End)

Bus Freguency 20.0 kHz | 19.3-20.2 k

DC RECEIVER -
Jutput Yait. Fange 1530 %de | 25-150 Vdc
Outout Cur {130V I3.3 Adci 333 Adc iMax.

dutput Paweri 1 300 SO00 W 1 T000 %W M3k

AL RECEIVER [

CGutout Voltagedline-to-Line} (200 Vrms | O-2 03 ¥rms

i

]

- e m = =
Cutoul Cur (200 (72.9 Arms| 72.5 arms iiaxi

]

Po. - S R i
PoOuioul Py (200N ) 2D KWL 250 R AR
f t : T
BINMRECTIONAL RECEIVER i ;
i RECEIVING MODE : ;
|oiouloul voitaage HE= TN [ B S S T s Tl
: - i :
§ N :
| R, .- . -— - i —_—— . . H
| Suiput Current B7 adc | A7 Ado Fax
‘ i j
(T - . - - , | C |
b uiput Fower 100 K g Vi fas,
| |

20



ORIGINAL PAGE IS
OF POOR QUALITY.

-¢—.-

RIiCAL SPECIFICATIORN

—{

k)]
(€D
-

S

e
o
=i
m
Gl
i
LN
aj
m
i
A)
m
-

PARAMETER MOMIMALISPECIFICATION / MEASURE

DC RECEIVER
Outout voit. Range 190 Yde | 23-1350 vdo |

o adc itax

(o]
I
[l
()
[
(Y]

Pocutput Cur (Fuil Load-1350Vy | 3323

Qutput Pwr(Full Load=-150%) | S000 W | S000 W Max

i
Sutput Ripole (Fuil Load) -—-- 1.0%

i inout Current (Full Load) 12.0 Arms|25.0 Arms iax.

| AC RECCIVER . |
! Qutout Walt, Rangel(l-L 200 Yrms | 0-200 YVrms
i Jutout Cur (Full Load 200V) 725 A rmd 72.5 A rms Max

: Sutput Powvr (FUiT Load 2004 1250 kw1250 kw Mayx

g Qutput =Eippis= (Full Lozd) --- | OF ax

ingut Current (Full Load) A0 A rmsi 75 A rms

| Output Distortion (Full Load)| 1.0 % 5.0 % Fax

,: Juiout Freguenc 5] *'.faf'xge ]4-—330{]Hj 14=2350 ke !

Load Pos e Facior i 10 ; 05 e ,
'BIDIRECTIONAL RECEIVER | !

RECEIVING MODE

iooulout voitage 50 %dc ! i43=-1338 vdo o
i i
Lo .o . - Lo :
PoAULOu L L LR Poveer) 07 AdC D =00 i3
; - - - A bl - - 1.1, 4 = N R N ) %
i Outout Fower (FUll coadl P EW P00 Ew as
i v
| INVERTING MODE | f
i ;
i - T Y e = .y 5, Ja R A ] A gy S S Py i
fOus Yoitage 440 Vrms {4 i5-a52 Yims,
' i i
- - . e e 1 G m o me e e
I Dus Freguency 200 KHz | 13.8-2ud knz |
i i
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W CALIBRATED @ |  MONITOR
Parameter

DRIVER
DC VOLTAGE A IN
DC CURRENT A IN
DC VOLTAGE B IN
DC VOLTAGE B IN
DC YOLTAGE C IN
DC VYOLTAGE C IN
Sw A--VOLTAGE
SWw A--CURRENT
Sw B--VOLTAGE
Sw B--CURRENT
Sw C--VOLTAGE
Sw C--CURRENT

RECEIVER
DC--VOLTAGE
DC--CURRENT
B/D--OLTAGE
§/D--CURRENT
YAC--%YOLTAGE
WAC--CURRENT

S 1--%OLTAGE
S'w 1--CURRENT
Sw 2--“OLTAGE

Sw 2--CURRENT
SWw 3--VOLTAGE
SW 3--CURRENT
Sw 4--VOLTAGE
S'w 4--CURRENT
Sw S--YOLTAGE
SWw S--CURREMNT

TABLE 3-6, COMPUTER MoONiTOR
CALIBRATION T ASBLE
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